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WATER INSTALLATION REQUIREMENTS 
 

WATER SERVICES 
1. Construction Specifications: Building water service construction must adhere to the following requirements: 

A. All service pipes must be laid with at least one foot (1’ 0”) of extra length to prevent rupture due to 
settlement. 

B.  All service pipes must be placed at least seven feet (7’-0”) below the surface to prevent rupture by 
freezing. 

C. “Type K” copper tubing must be used for all copper services of two inches (2”) or less, with no joints 
in the copper line. The service must remain uncovered until inspected by New Prague Utilities. 

D. Plastic service lines may only be used if produced with approved bimodal PE 4710 (PE 80) listed 
resins, with a PPI recommended hydrostatic design basis (HDB) of 1600 psi at 68°F (20°C) and 1000 
psi at 176°F (80°C) for elevated temperatures. All compression fittings must be Ford or McDonald 
CTS fittings or a pre-approved equivalent. The plastic line must be a continuous run to the valve 
inside the building, with no joints. 

E.  All plastic water services must have a 12-gauge solid core wire strapped to the water line from the 
curb box cap to the valve in the building. This must be a continuous run of tracer wire with no 
splicing. If the tracer wire does not work, it must be replaced as a continuous run. 

F. All plastic lines passing through the concrete floor must be in a vertical position. The water service 
line and tracer wire must be strapped to the grounding rod provided by New Prague Utilities to 
maintain the vertical position. 

G. Only tracer wire shall be grounded to the New Prague Utilities-provided grounding rod. 
H. Plastic service lines must have a 5-year Florida UV rating. 
I. All water service pipes must comply with ASTM D-2737, SDR 9 CTS pipe with a pressure rating of 

200 psi. 
J. Service lines over two inches (2”) in diameter must be ductile iron pipe or PVC: ANSI/AWWA C900, 

with dimensions equivalent to DIP and a thickness class of DR-18. 
K. Connections with water mains for domestic supply must be at least one inch (1”) in diameter. 

 
INSPECTIONS 
 

A. The installation contractor must notify New Prague Utilities at least 24 hours in advance when the 
building water service connection is ready for inspection. Scheduling is available Monday through 
Friday, 8:00 A.M. to 4:30 P.M. at 952-758-4401. If corrections are needed, a minimum of 2 hours 
must be allowed for re-inspection. 

B. No backfill shall be placed until the work has been inspected and approved. 
C. Any excavation left open for more than 4 hours must be properly fenced or barricaded to protect 

people and the public from injury. 
D. Contractors are responsible for providing safe trenches and working conditions for their employees 

and Utility inspectors. No inspection will be conducted until these conditions are met. 
E. Penalty: Any service line covered before inspection or failing to comply with a correction order will 

be disconnected until corrections are made. 
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