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CONTROLLABLE LOADS

Water Heaters — All water heaters are controlled as storage or interruptible. This is
determined when there are three or less people who live at the residence, when the
structure is less than three thousand square feet, or if the system is designed for
storage. All others should be interruptible. The use of multiple water heaters will
require two circuits controlled with a separate relay, or unless the manufacturer has
provided wiring to interlock the two.

Heat Pumps and Air Conditioners are always controlled with the 24-volt system.
Refer to the manufacturer or installing HVAC contractor on where you should
control. When two-stage units are installed, it may be necessary to control both
stages with a double pole relay. All low voltage connections are to be installed in
junction boxes or inside equipment.

Plenum Heaters are inserts installed in the plenum of a furnace that will heat
electrically and switch over to the back-up heat when being controlled.

Electric Space Heaters — Baseboard (cove or wall heaters) and Garage Heaters are
normally controlled with line voltage using a relay rated for that purpose.

Hot Tubs — Only indoor units qualify due to the possibility of freeze damage
during the times it will be controlled. Please refer to manufacturer’s instructions for
control applications.

Boiler — In-floor heat and dual heat boilers are the most common and require
special consideration when looking to control. Most will be controlled with the low
voltage system. In-floor heat could be controlled by low voltage or line voltage
with the circulating pump circuit depending on the situation.



Your TOP 15 questions about
Save Energy in New Prague installations

1. Can | use a standard 100 amp socket from a wholesale electrical supplier for an off-peak
installation?

NO:
You must use the socket provided by NPUC because of the fusing requirements for the receiver. Standard sockets don't come
equipped with the fuses that are placed in the socket for protection of the receiver.

2. Can | break line voltage to a central air unit?

Generally NO:

We don't suggest this type of installation. If there is no possible means of breaking the low voltage to the unit, it is allowed to
break the 240 Volt for control. Some of the newer units will not allow this type of installation as it extends the control time due to
time outs within the unit. Make sure you contact the manufacturer to be sure. If it's wrong, we will not put the meter in.

3. Can I control a Mini-Split Air Conditioning unit?

MAYBE:
This depends on how the Mini Split unit is designed. When controlling some units via line voltage, they may remain powered off.
Consult with the manufacturers specifications before proceeding with installing load control on a Mini-Split unit.

4. Will a momentary loss of power damage my air conditioner by trying to re-start it too
soon?

NO:

Our LCRs (Load Control Receivers) are programmed with a ‘Cold Load Pickup’ timer. This timer will disable your air conditioner
for 3 minutes after power is restored to allow internal pressures to equalize and not put any excess strain on the compressor. Be
aware that whenever the power is removed from the unit for any reason, upon restoration of power, the cold load pickup timer
will be activated. This timer cannot be bypassed.

5. Can | use the blue pair for something other than a water heater?

YES, in very limited circumstances:
We try to keep the blue pair for water heat as much as possible, but if the homeowner chooses not to utilize the water heater
program, the blue pair can be utilized to control other forms of load.

6. Can | control a 30 amp load with an ice cube relay?

NO:
Our LCRs are not configured to add an additional relay. We have a variety of LCRs that should meet your needs.

7. What should | do with the receiver on a peak controlled central air unit if the customer
adds additional off-peak loads?

This answer is never easy!

It is in NPUC’s best interest to always try to limit each location to one receiver per metering point. If there is any possible way to
remove the receiver at the central air and combine the control points at the new receiver location, we want everyone to try and
accomplish that. If it's going to affect the integrity of the system by moving it, then leave the receiver in its location and meter the
load through the CT at the new metering point. If this type of installation is needed, this should be authorized by NPUC before
doing so.



8. When is it allowed to add a second off-peak meter?

Only in limited circumstances:

If you have a facility (detached garage or outbuilding) that has its own main panel fed from an existing panel that currently
has off peak, it is allowed to install a second meter at the new location of the service panel. If there is absolutely no possible
way of getting back to the existing off peak equipment, there may be an option for adding a second off peak meter to
accommodate those loads. These types of installations need to be discussed with NPUC before installing.

9. I've seen at other installations where they meter the whole off-peak panel.

NPUC DOES allow this type of installation.

Remember: if doing this type of installation, be sure all loads in this service panel need to be controlled for off peak. You will
need to purchase a single socket and install that before the service panel. In these types of installations, the panels still need to
be fed from the load side of the general service meter. In NO case can the off-peak meter be the only meter at a service location.

10. Could | be billed from NPUC if the equipment was not installed correctly?

YES:
We will bill the customer if you schedule an appointment for install, we make a trip out there, and the equipment is not ready.
Make sure all equipment is operational and ready to be controlled when we get there.

11. Does the CT need to be grounded?
YES: Make sure the CT is always grounded on one terminal upon installation.

12. Can | break a heat pump with high voltage? Can | line meter the heat pump if it's my only
load?

The first answer is NO. The second answer is YES:
All heat pumps need to be controlled with some type of low voltage method.
A heat pump - if it's the only load on the system - can be line metered.

13. I’'m installing a wind turbine or solar panels to my existing service. Where do | locate the
off-peak meter?

NPUC DOES NOT ALLOW a customer to be on this rate with off-peak equipment. The meter will need to be removed by NPUC
and the cover shunted. If you are installing some type of renewable energy, please have the customer contact NPUC before
getting started.

14. Is the LCR always the problem when out on a service call?

NO:
It is usually NOT the problem. The LCR'’s internal relays use normally closed contacts to control your load. In the event that the
LCR would fail, your controlled load should operate normally.

15. Is there a way to | can test the receiver to see if it's controlling correctly?

NO:

Except for looking for a red LED on the LCR when loads are being controlled, there is no way for the customer to test the LCR.
NPUC LCRs are equipped with sensing devices to determine if there is a problem controlling your load. We monitor the LCRs
during control times and a report is generated for any LCRs that are not operating properly. If an LCR is not functioning properly,
NPUC will determine the best way to get the problem corrected.

If you have questions, Please call our tech dept. at: 952-758-1143



INSTALLATION SPECIFICATIONS

. The meter and LCR must be mounted outside and always vertically.

. Meters installed are either single or double meter sockets that are attached to the house or garage.
Use an Electro Industries EE5S062A Single Meter socket in combination with a single main meter
on house. Meter sockets are available from NPUC. As of 2-2017, only double meter sockets will
be allowed on new construction.

. When a current transformer is used for metering, the customer or contractor shall supply a
12”x12”x4” junction box to mount the CT and any relays, if needed. When connecting to your
service panel, size generously to allow for future loads. All controlled loads “A” phase wires from
the panel breakers must run through the CT one direction and “B” phase wires from panel breakers
must run through the CT the opposite direction. Only controlled loads are to be wired through the
CT. From the CT terminals, two # 12 AWG stranded wires need to run to the meter socket and
terminate at the upper left and lower left lugs.

. When current transformer metering is used, Save Energy in New Prague meter potential must
always be fused together with the Save Energy in New Prague controller. 240 volt power,
whenever possible, shall be supplied from the main meter socket load side lugs. Use crimp-on
AL/CU barrels when appropriate. When a single meter is used, an uninterruptible circuit such as a
water heater circuit should be used. The meter potential terminals on a CT meter socket are middle
left terminal and upper right lug.

. Save Energy in New Prague controllers use a 30amp relay with blue wires to control the water
heater circuit, 5amp or 30amp relay with orange wires to control heating loads and a Samp rely
with yellow wires to control A/C & heat pumps. When controlling various heating loads refer to
the appropriate wiring diagrams. If further questions arise, please contact NPUC at: 952-758-1143.

All electric heat that is under control must be hard wired and all backup or standby heat must be
permanently installed and is able to be operated automatically.

. Wire designation:
Yellow Air Conditioner or Heat Pump

Orange Electric Space Heating
Blue Water Heater
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2) The wiring compartment divider must
be in place when supply voltage and
control voltage are different.

3) All connections in the wiring
compartment must be made using
wire nuts.

4) All unused wires must be individually
taped or wire-nutted to prevent
contact with other connections.

Wire Designation:
1) Red/Black —120/240 VAC supply
2) — Air Conditioner/Heat Pump
3) Blue —Water Heater
4) Orange — Space Heating

**Configurations other than depicted in the
following wiring diagrams, must be
approved by NPUC staff before work can
begin. **
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