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M-MIP Process Overview

Foreword

The State of Minnesota currently has interconnection process standards in effect to
address the interconnection of distributed energy resources (DER) to the distribution
grid. Under Minnesota Statute §216B.1611, cooperatives and municipals shall adopt an
interconnection process that addresses the same issues as the interconnection process
approved by the Minnesota Public Utilities Commission. The Municipal Minnesota
Interconnection Process (Interconnection Process or M-MIP) applies to any DER no
larger than 10-megawatts (MW) AC interconnecting to and operating in parallel with the
electric distribution system of a municipal utility that has adopted the M-MIP for use.
This interconnection process document is desighed to be customer-centric when
explaining the steps and details to interconnect DER systems to the distribution grid.

The Interconnection Process is comprised of five booklets: 1)} Process Overview; 2)
Simplified Process; 3) Fast Track Process; 4} Study Process; and 5) Non-Export
Process and also contains several forms, including a final Interconnection Agreement.
For the majority of DER interconnections, only the Process Overview and the Simplified
Process manuals will apply. For larger and more complex DER interconnections, the
Fast Track Process or the Study Process may apply.

As part of the Interconnection Process, an Interconnection Agreement is to be executed
prior to interconnecting a DER system to the utility distribution grid. For most DER
interconnections, the utility’s Contract for Cogeneration and Small Power Production
Facilities (Uniform Contract) will be used. For DER systems that do not fall under the
terms of the Uniform Contract, the Municipal Minnesota Interconnection Agreement
(MMIA) will apply.

The process to interconnect a DER system to the distribution grid starts with the
submission of an Interconnection Application. Each track has different information that
is requested in the application and the non-refundable interconnection application fees
will vary. Both the electric utility and the interconnecting customer have timelines that
are enforced to ensure a timely application review, contract execution and
interconnection commissioning.

The key to a successful interconnection of a DER system is communication between all
parties. Timely submission of the Interconnection Application prior to the purchase and
installation of a DER system is strongly recommended. The utility encourages
customers to ask questions throughout the interconnection process. Interconnecting
DER system to the distribution grid is not an effortless process, but it does not need to
be a problematic process either.
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Key Terminology

1.1.

1.2.

1.3.

Distributed Energy Resource

Distributed Energy Resources, DER, were often referred to in past
interconnection processes as Distributed Generation, DG, and on occasion also
interchanged with the term Qualifying Facility, QF. This Interconnection Process
uses the term DER to address all types of generation and energy resources that
can be interconnected to the electric Distribution System. DER technologies can
include photovoltaic solar systems, wind turbines, electric storage batteries,
electric vehicles or diesel generators and are not limited to renewable types of
technologies.

Point of Common Coupling (PCC) / Point of BER Connection (POC)
DER systems often reside behind the utility’s revenue meter of a residence or
business. The meter is normally the point of demarcation between the utility-
owned equipment and the customer-owned equipment. The term Point of
Common Coupling, PCC, is the demarcation location between the utility and the
customer.

The Point of DER Connection, PoC, can be different from the PCC. The PoC is
the location where a DER system would interconnect te the electrical system
normally owned by the customer. For example, the PoC for a rooftop
photovoltaic solar system may be the main electrical panel in a customer's
home. ’

Capacity

Throughout the Interconnection Process will be references to the capacity of the
DER system. The Capacity Rating of the DER system is used to determine the
process track and is determined by the DER system capability to produce or
release energy without taking into consideration customer’s load. All capacity
references will be in alternating current, AC.

There can be multiple DER systems, also called DER units, with different PoCs
that all have the same PCC submitted on a single interconnection application.
The capacity for this type of interconnection would be the aggregate Capacity
Rating of all DER unitsat the individual PoCs. Additional examples of DER
system arrangements can be seen in Section 13 under the definition of Point of
Common Coupling. The aggregate Capacity Rating of all DER units can be
different from the aggregate Nameplate Rating if the inverters are programed to
have an output less than Nameplate Rating or if a power control system (PCS)
is used to manage DER output from the DER units.
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Technical Requirements

The M-MIP often refers to state and local technical requirements. These are
embodied in the Minnesota Technical Interconnection and Interoperability
Requirements (TIIR) and the Area EPS Operator's Technical Specifications
Manual (TSM) respeciively.

2 Roles

2.1,

2.2.

2.3,

Overview

During the interconnection process for a proposed DER system, there may be
multiple entities involved in the application, approval and commissioning
processes. The main entities that are involved during the Interconnection
Process for a proposed DER system are the Interconnection Customer, the
Application Agent and the DER Interconnection Coordinator. Official definitions
of each entity are defined in the Glossary {(Section 13). Additional details are
explained in the subsections below.

DER Interconnection Coordinator

The utility is referred to as the Area Electric Power Supply Operator in this
Interconnection Process. The Area EPS Operator shall designate a DER
Interconnection Coordinator to serve as a single point of contact from which
general information on the application process may be obtained. The DER
interconnection Coordinator shall be available to provide coordination
assistance with the Interconnection Customer but is not responsible for directly
answering or resolving all of the issues involved in review and implementation of
the interconnection process and standards.

The contact information of the DER Interconnection Coordinator will be posted
on the Area EPS Operator's website if feasible, or available from the utility.

Interconnection Customer

Under state law and municipal utility rules governing statutory and contractual rights
and obligations reiated to qualifying, customer-owned, interconnected DERS,
“‘customer” is defined as the person or entity named on the utility electric bill for the
premises. The M-MIP defines “Interconnection Customer” as such a customer who
owns and seeks to interconnect a DER on their premise with the Area EPS. The
Interconnection Customer must sign applications and agreements prescribed by the
M-MIP and is legally responsible under them. An Application Agent or engineer
might fulfill other procedural roles prescribed to the Interconnection Customer. (See
2.4 and 2.5 below.) However, an Application Agent cannot take the place of the
utility customer for purposes of DER ownership, nor be a seller of electrical output
from a DER to a utility customer.
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2.4,

2.5.

Application Agent

The Interconnection Customer may designate, on the Interconnection
Application or in writing after the application has been submitted, an Application
Agent to serve as a single point of contact to coordinate with the DER
Interconnection Coordinator on their behalf. Designation of an Application Agent
does not absolve the Interconnection Customer from signing application
documents and the responsibilities outlined in the Interconnection Process or in
interconnection agreements. DER vendors, project managers or electricians are
common entities that the Interconnection Customer may designate to perform
this role.

Engineering Roles

Either party may designate a specific person to be a single point of contact to
provide technical expertise during the Interconnection Process for themselves
or their organization. The person to supply engineering expertise may be a third
party such as an engineering consultant or manufacturer's engineer.

3 Processes

3.1.

Overview

This Interconnection Process applies to any DER no larger than 10 MW AC
interconnecting to an Area EPS in Minnesota that has adopted the M-MIP.
Interested parties with plans to interconnect DER systems larger than 10 MW
AC to the Area EPS should contact the Area EPS Operator for a case-specific
interconnection process. Federal Energy Regulatory Commission’s (FERC)
interconnection process will supersede any interconnection process the Area
EPS Operator has for DER system interconnections that fall under the
jurisdiction of FERC.

The Interconnection Process for DER is broken into four different tracks; the
Simpilified Process, the Fast Track Process, the Study Process and the Non-

Export Process. The general classification of each track is summarized in Table
3.1 below.

Table 3.1. Interconnection Process Tracks

Size
Track DER Technology Limitations
Simplified Process| Cettified Inverter only | 20 kW AC
Fast Track All types 5 MW AC
Process
Study Process All types 10 MW AC
Non-Export All types 100 KW
Process
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Figure 1. Interconnection Process Tracks
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If engineering screens are failed during the application process, a proposed
DER interconnection may be moved into a different track. When a proposed
DER interconnection is moved into a different track, additional information may
be requested, and additional fees may apply.

Importance of Process Timelines

It is very important to pay attention to timelines listed for each process track.
The timelines exist for an orderly and efficient process to interconnect DER
systems to the Area EPS. If a timeline is missed by an Interconnection
Customer, without the Interconnection Customer requesting a Timeline
Extension explained in Section 10, the interconnection Application will be
deemed withdrawn by the Area EPS Operator.

The Area EPS Operator also needs fo abide by the timelines listed for each
process track. The process for an Area EPS Operator to request Timeline
Extensions is also addressed in Section 10.

Unless otherwise stated, all time frames are measured in Business Days. For
purpose of measuring these time intervals, the time shall be computed so as to
exclude the first and include the last day of the prescribed duration of time. Any
communication sent or received after 4:30 p.m. Central Prevailing Time oron a
Saturday, Sunday or Holiday shall be considered to be sent on the next
Business Day
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3.3. Simplified Process
An application to interconnect a certifiedt, inverter-based DER system no larger
than 20 kilowatts (kW) shall be evaluated under the Simplified Process. A
common form of DER inverter certification is UL 1741-SB. DER systems that
utiize a Power Control System (PCS) shall have the certification of UL 31412,
Proposed DER systems that require Area EPS system modifications to
accommodate the interconnection do not gualify for the Simplified Process. A
transformer change, fusing upgrades or line extensions are common examples
of Area EPS system modification. Simplified Process eligibility does not imply or
indicate the Interconnection Application will pass the initial review screens.
Failure to pass the screens will route the Interconnection Application to the Fast
Track Process.

3.4. Fast Track Process
An application to interconnect a DER system shall be evaluated under the Fast
Track Process if the eligibility requirements are not exceeded in Table 3.2 and
the application does not qualify for the Simplified Process. Fast Track eligibility
for DERs is determined based upon the generator type, the size of the
generator, voltage of the line, and the location and type of line at the Point of
Common Coupling, (PCC). All synchronous and induction machines must be no
larger than 2 MW to be eligible for Fast Track Process consideration.

Table 3.2. Fast Track Eligibility for DER

Fast Track .F_ast Track Eligibility for
Line Voltage Eligibility? certified, inverter-based DER on
a Mainline® and < 2.5 Electrical
Regardless of .
Location Circuit Miles from
Substation’
< B kV < 500 kw = 500 kW
=5kVand <15 kV <1 MW < 2 MW
215 kV and <30 kv < 2 MW <4 MW
= 30 kV and £ 68 kV s 4 MW =5 MW

! Additional infarmation regarding certified equipment is found in Sections 14 and 15.

2 Some PCS may have certification to UL 1741PCS-CRD. This testing guide was withdrawn in 2024, UL 3141 certification is
required for PCS beginning in 2026,

3 synchronous and induction machine eligibility is {imited to no more than 2 MW even when line voltage Is greater than 15
kv,

4 For purposes of this table, a Mainline is the three-phase backbone of a circuit. It will typically constitute lines with wire
sizes of 4/0 American wire gauge, 266 kemil, 336.4 kemil, 397.5 kemil, 477 kemil and 795 kemil,

> An Interconnection Customer can determine this information about its proposed interconnection location in advance by
requesting a pre-application report described in Section 5.
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Study Process

An application fo interconnect a DER system that does not meet the Simplified
Process or Fast Track Process eligibility requirements or does not pass the
review as described in either process, shall be evaluated under the Study
Process.

Non-Export Process

An application to interconnect a DER system that does not export power to the
Area EPS and has a nameplate capacity that is less than 100 kW may choose
to apply under the Non-Export Process. Examples of DER systems that are
configured nof to export power may include electric vehicles, emergency power
energy storage systems or generators. DER system eligibility screens are listed
in the Non-Export Process, Section 3.

Process Assistance

Prior to submitting an Interconnection Application, the Interconnection Customer
may ask the Area EPS Operator's DER Interconnection Coordinator which
process track a proposed interconnection is subject to and about additional
details regarding each process track.

An Interconnection Customer can obtain, through an informal request, general
information about the Interconnection FProcess and about potentially Affected
System(s) for a proposed interconnection at a specific location. The existing
electric system information provided to the Interconnection Customer should
include relevant system study resulfs, interconnection studies, and other
materials useful to an understanding of an interconnection at a particular point
on the Area EPS Operator's System. Information will be provided to the extent
such provision does not violate the privacy policies of the Area EPS Operator,
confidentiality provisions of prior agreements or critical infrastructure
requirements. The Area EPS Operator shall comply with reasonable requests for
such information.

Interconnection Application

Overview

Each process track has different information that heeds to be provided to the
Area EPS Operator. Table 4.1 indicates which application is to be completed in
its entirety and submitted to the Area EPS Operator to start the interconnection
process for the proposed DER system.
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Table 4.1. Interconnection Application

Process Application
Track
Simplified Simplified Interconnection Application
Fast Track Standard Interconnection Application
Study Standard Interconnection Application
Non-Export Non-Export Application

4.2. Availability of Information
The Area EPS Operator will provide ali necessary interconnection Applications,
Interconnection Process documents and sample interconnection agreements on
its website if possible. if a website is not available, the applicable documents
will be readily available at the Area EPS Operator's main office.
The Area EPS Operator will establish a public queue of active interconnection
applications on its website once the Area EPS Operator has received at least 40
completed Interconnection Applications in a year. The public queue will be
updated, at minimum, on a monthly basis.

4.3. Interconnection Application Process Fees
Each Interconnection Application submitted to the Area EPS Operator must
include the appropriate interconnection application process fee prior to the Area
EPS Operator reviewing the Interconnection Application. The required process
fee for each process track is listed in Table 4.2.

Table 4.2. Interconnection Application Process Fee

Process Track Process Fee
Simplified $125
Certified® System $125 + $1/kW
Fast Track
Non-Certified $125 + $2/kW
System

$1,000 + $2/kW down payment.

Study Additional study fees may apply.

Non-Export $0

4.4. Application Review Timelines
The Interconnection Appiication shall be date- and time-stamped upon initial,
and if necessary, resubmission receipt. The Area EPS Operator shall notify the
Interconnection Customer if the Interconnection Application is deemed

6 additional information regarding certified equipment is found In Section 14.
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incomplete within ten (10) Business Days. This notification shall include a

written list detailing all information that must be provided to compiete the
Interconnection Application.

Depending on the process track the Interconnection Customer has between five (5)
and® ten (10) Business Days to provide the missing information unless additional
time is requested with valid reasons. Failure to submit the requested information
within the stated timeline will result in the Interconnection Application being
withdrawn,

An Interconnection Application will be deemed complete upon submission to the
Area EPS Operator when all documents, fees and information required with the
Interconnection Application adhering to state and local technical reguirements
are included. The time- and date- stamp of the completed Interconnection
Application shall be accepted as the qualifying date for purposes of establishing
a queue position as described in Section 4.7.

Depending on the process track the Area EPS Operator has either a total of
twenty (20) Business Days or twenty-five (25) Business Days to complete the
Interconnection Application review and submit notice back to the
Interconnection Customer stating the proposed DER system may proceed with
the interconnection process or the proposed DER system requires additional
engineering studies. The period of time when waiting for the interconnection
Customer to provide missing information is not included in the Area EPS
Operator’s twenty (20) Business Days or twenty-five (25) Business Days review
timeline.

Comparability

The Area EPS Operator shall receive, process and analyze all Interconnection
Applications in a timely manner. The Area EPS Operator shall use the same
Reasonable Efforts in processing and analyzing Interconnection Applications
from all Interconnection Customers.

Changing Process Queues

During the review of the initially submitted Interconnection Application for the
proposed DER system, the Area EPS Operator may determine the proposed
DER system should be in a different process track. For proposed DER systems
that are moved Into a different process track after submittai of the initial
application, the difference between the originally submitted processing fee and
the current process track’s processing fee will be assessed. In addition, the Area
EPS Operator may request the Interconnection Customer to provide additional
information regarding the proposed DER system.
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4.7.

4.8.

5

5.1.

Queue Position

The Area EPS Operator shall maintain a single, administrative queue and may
manage the queue by geographical region. The queue position of each
completed Interconnection Application is used to determine the engineering
review. The queue position is also used to determine the cost responsibility for
system upgrades necessary to accommodate the interconnection.

An Interconnection Application will retain its queue number even when it is
moved into a different process track. An Interconnection Application can lose its
queue position if the Interconnection Customer misses timelines in the
applicable process track. The Interconnection Customer and Area EPS Operator
have the opportunity to request timeline extensions which are explained in detail
in Section 10.

Site Control

Documentation of site control must be submitted with the Interconnection
Application. Site control may he demonstrated by any of the following:

» Ownership of, a leasehold interest in, or a right to develop a site for the
purpose of constructing the DER system.

* An option to purchase or acquire a leasehold site for constructing the DER
system.

* An exclusivity or other business relationship between the Interconnection
Customer and the entity having the right to sell, lease, or grant to the
Interconnection Customer the right to possess or occupy a site for
constructing the DER system.

For DER in the Simplified Process, proof of site control may be demonstrated by the
site owner’s signature on the Simplified Interconnection Application.

Pre-Application Report

Pre-Application Report Requests

The Interconnection Customer may submit a Pre-Application Report Request,
including a non-refundable fee of $300, for a Pre-Application Reporton a
proposed project at a specific site. The Interconnection Customer must fill out
the Pre-Application Request form as completely as possible. The Area EPS
Operator shall provide the readily available data listed in Section 5.3 within
fifteen (15) Business Days of receipt of a completed request form and payment.
The Pre-Application Report produced by the Area EPS Operator is non-binding,
does not confer any rights, and does not preclude the Interconnection Customer
from any interconnection process steps including submission of the
Interconnection Application.

10
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Information Provided

Using the information provided in the Pre-Application Report Request form, the
Area EPS Operator will identify the substation/area bus, bank or circuit likely to
serve the proposed PCC. This selection by the Area EPS Operator does not
necessarily indicate, after application of the screens and/or study, that this would
be the circuit the project ultimately connects to. The Interconnection Customer
must request additional Pre-Application Reports if information about multiple
PCCs is requested,

The Pre-Application Report will only include existing data. A request for a Pre-
Application Report does not obligate the Area EPS Operator to conduct a study
or other analysis of the proposed DER in the event that data is not readily
available. The Area EPS Operator will provide the Interconnection Customer
with the data that is available. The confidentiality provisions in Section 12.1
apply to Pre-Application Reports.

Pre-Application Report Components
The Pre-Application Report shall include the following pieces of information
provided the data currently exists and is readily available.

+ Total capacity (in megawatts (MW)) of substation/area bus, bank or
circuit based on normal or operating ratings likely to serve the proposed
Point of Common Coupling.

s Existing aggregate generation capacity (in MW) inferconnected to a
substation/area bus, bank or circuit (i.e., amount of generation online)
likely to serve the proposed Point of Common Coupling.

s Aggregate queued generation capacity (in MW) for a substation/area bus,
bank or circuit (i.e., amount of generation in the queue) likely to serve the
proposed Point of Common Coupling.

+ Available capacity (in MW) of substation/area bus or bank and circuit likely
to serve the proposed Polint of Common Coupling (i.e., total capacity less
the sum of existing aggregate generation capacity and aggregate queued
generation capacity).

» Substation nominal distribution voltage and/or transmission nominal
voltage if applicable.

+ Nominal distribution circuit voltage at the proposed Paint of Common Coupling.

¢ Approximate circuit distance between the proposed Point of Common
Coupling and the substation.

11



M-MIP Process Overview

+ Relevant line section(s) actual or estimated peak load and minimum
load data, including daytime minimum load and absolute minimum load,
when available.

Whether the Point of Common Coupling is located behind a line voltage
regulator.

« Number and rating of protective devices and number and type (standard,
bi-directional) of voltage regulating devices, between the proposed Point of
Common Coupling and the substation/area. |dentify whether the substation
has a load tap changer.

« Number of phases available on the Area EPS medium voltage system at
the proposed Point of Common Coupling. If a single phase, distance from
the three-phase circuit.

« Limiting conductor ratings from the proposed Point of Common Coupling
to the distribution substation.

¢  Whether the Point of Commaon Coupling is located on a spot
network, grid network, or radial supply.

s Based on the proposed Point of Common Coupling, existing or known
constraints such as, but not limited to, electrical dependencies at that
location, short circuit interrupting capacity issues, power quality or stability
issues on the circuit, capacity constraints, or secondary networks.

6 Capacity of the Distributed Energy Resources

6.1.

6.2.

Existing DER System Expansion

If the Interconnection Application is for an increase in capacity to an existing
DER system, the Interconnection Application shall be evaluated on the basis of
the total new alternating current (AC) Capacity Rating of the existing and
proposed DER units. The maximum capacity for the DER system is determined
by the aggregated production capability for the DER units that make up the
combined DER system without incorporating electric load of the service.

New DER Systems

An Interconnection Application for a DER that includes multiple energy
production devices, (i.e. solar and storage), at a site for which the
Interconnection Customer seeks a simple Point of Common Coupling, shall be
evaluated on the basis of the DER system’s Capacity Rating. The DER capacity
is determined by the aggregated production capability for the DER units that
make up the DER system without incorporating electric load of the service.
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Export Capacity of the DER System

A DER system may include devices, {i.e. control systems, power relays or other
similar device settings), that can limit the DER system's Export Capacity
causing it to be different from the DER system’s Capacity Rating. Limiting the
Export Capacity of a DER system is a potential method to avoid distribution
infrastructure updates that would otherwise be required when interconnecting the
maximum capacity of the DER system.

For DER system that includes Export Capacity limiting devices, the
Interconnection Customer must obtain the Area EPS Operator’'s agreement to
consider the DER system with an Export Capacity rating that is less than the
DER system'’s Capacity Rating identified in section 6.1 or 6.2. Acceptable
methods for limiting the Export Capacity of a DER system are listed in Section
6.4.

Acceptable Methods for Establishing Capacity Rating of a DER System
Acceptable Methods to establish the Capacity Rating or a DER system measured at
the Point of DER Connection (PoC) are listed below. Additional details regarding
the Area EPS Operator's approval of the proposed method are described in section
6.6. The use of the electric service's load to establish the Capacity Rating of a DER
is not acceptable.

+ The use of the Nameplate Rating of the DER system as the Capacity Rating.

» Certified Inverters: The DER system only uses certified inverters that are
programed to allow a limited capacity below the Nameplate Capacity of the
inverter. A copy of the inverter settings limiting the capacity values is required
at the time of application.

+ Certified Power Control System (PCS): Installed Power Control System that
will measure the inflow of power from different DER units and trip the DER
system if limits are not maintained. Power Control Systems must meet the
requirements listed in state and local technical requirements.

Acceptable Methods for Establishing Export Capacity of a DER System

Acceptable methods for establishing the Export Capacity of a DER system are

listed below. The use of the electric service’s load to limit Export Capacity of a DER
is not acceptable.

¢ The use of the Nameplate Rating of the DER system as the Export Capacity

¢ The use of the Capacity Rating of the DER system as the Export Capacity
when approved by the Area EPS Operator.

13
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6.6

¢ Reverse-Power Protection Device: Installed device that will measure any
export of power and trip the DER system or open an inter-tie breaker to
isolate the DER system if limits are exceeded. Require sensitivity levels of
devices are listed in state technical requirements.

+ Certified Power Control System (PCS): Installed Power Control System that
will measure the inflow of power and trip the DER system if limits are not
maintained. Power Control Systems must meet the requirements listed in the
state technical requirements.

¢ Certified Inverters: The DER system only uses certified inverters that are
programed to allow a limited capacity below the nameplate of the inverter. A
copy of the inverter settings limiting the capacity values is required at the time
of application.

Area EPS Operator Approval of Modified Capacity

If the Capacity Rating and/or the Export Capacity is different than the aggregate
Nameplate Rating of the DER system, the Interconnection Customer shall complete
the Modified Capacity of a DER system supplemental form in conjunction with the
appropriate interconnection application for proposed DER system. This information
will be used by the Area EPS Operator when performing the initial review screens.

Additional methods to establish the Capacity Rating and/or Export Capacity that are
different from the Nameplate Rating may be proposed to the Area EPS Operator for
review and approval. The Area EPS Operator's agreement, recognizing the
Capacity Rating and/or Export Capacity that is different from the Nameplate Rating,
shall not be unreasonably withheld, provided proper documentation demonstrating
the method established to modify the capacity term meets the Area EPS Operator's
Technical Requirements. If the Area EPS Operator does not agree the method or
documentation meets state and Area EPS technical requirements, the
interconnection Application must be withdrawn or revised to specify the Nameplale
Rating as the DER system’s Capacity Rating and Export Capacity. Nothing in this
saction shall prevent the Area EPS Operator from considering a higher capacity if
the limitations do not provide adequate assurance when evaluating impacts to the
Area EPS.

7 Modification to interconnection Applications

7.1.

Procedures

At any time after the Interconnection Application is deemed complete, the
Interconnection Customer or the Area EPS Operator may identify modifications
to the proposed DER system that may improve costs and benefits (including
reliability) of the proposed DER system and the ability for the Area EPS
Operator to accommodate the proposed DER system. The Interconnection
Customer shall submit to the Area EPS Operator in writing all proposed

14



M-MIP Process Overview

modifications to any information provided in the Interconnection Application. The
Area EPS Operator cannot unilaterally modify the Interconnection Application.

Additional information regarding modifications to interconnection applications is
found in each process track document.

8 Interconnection Agreements

8.1. Timelines
After the Interconnection Application has been approved by the Area EPS
Operator, the Area EPS Operator shall provide the Interconnection Customer
with an executable Interconnection Agreement within five (5) Business Days.
The Interconnection Customer shall have thirty (30) Business Days {o sign and
return the Interconnection Agreement to the Area EPS Operator. The Area EPS
Operator shall sign the Interconnection Agreement within five (5) business days
after receiving the signed Interconnection Agreement from the Interconnection
Customer. If the Interconnection Customer fails to return a signed
Interconnection Agreement to the Area EPS Operator within thirty (30) Business
Days and fails to request an extension as explained in Section 10, the
Interconnection Application will be deemed withdrawn.

8.2. Types of Agreements
There are two main types of Interconnection Agreements that may be executed
with an approved Interconnection Application. In general, Interconnection
Customers with a proposed DER system that qualifies for the Simplified Process
or the Non-Export Process will sign the Area EPS Operator’s Uniform Contract.
Proposed DER systems less than 100 kW that are under the Fast Track
Process may also sigh the Uniform Contract. All other sized DER system will
sign the Municipal Minnesota Interconnection Agreement (MMIA). Area EPS
Operators who do not purchase the excess generation of the proposed DER
system will also require the MMIA to be executed for any size of DER system.

Table 8.1. Interconnection Agreements

Process Track Interconnection Agraement
Simpiified Uniform Confract
Qualifies for net energy billing Uniform Confract
All other DER systems MMIA
Study MMIA
Extended parallel Uniform Contract
Non-Export Backup only None
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9
9.1.

9.2

Interconnection Customers may choose to sign the MMIA in lieu of the Uniform
Contact. A separate power purchase agreement will also need to be executed if
the Uniform Contract is not utilized. Interconnection of the proposed DER
system will not occur until a signed Uniform Contract or the MMIA is returned to
the Area EPS Operator within thirty (30) Business Days of receipt of the MMIA
or Uniform Contract and no later than five (5) days prior to scheduled testing
and inspection.

Interconnection

Metering

Any metering requirements necessitated by the use of the DER system shall be
installed at the Interconnection Customer’s expense. The metering requirement
costs will be included in the final invoice of interconnection costs to the
Interconnection Customer. The Interconnection Customer is also responsible for
metering replacement costs not covered in the Interconnection Customer's
general customer charge. The Area EPS Operator may charge Interconnection
Customers an ongoing metering-related charge for an estimate of ongoing
metering-related costs specifically demonstrated.

Inspection, Testing and Commissioning

in alignment with the Area EPS Operator's technical requirements, the Area
EPS Operator shall publicly publish their required DER technical settings. The
settings file is typically called the Area EPS Operator's Utility Required Profile—
Specified Settings (URP—SS).

Upon completing construction of the DER system, the Interconnection
Customer will cause the DER system to be inspected or otherwise certified by
the appropriate local electrical wiring inspector with jurisdiction. The
interconnection Customer shall then arrange for the inspection and testing of
the DER system and the Customer’s Interconnection Facilities prior to
interconnection pursuant to the Area EPS Operator's technical requirements.
Commissioning tests of the Interconnection Customer’s installed equipment
shall be performed pursuant to Local Technical Requirements.

The Interconnection Customer shall notify the Area EPS Operator of testing and
inspection no fewer than five (5) Business Days in advance, or as may be
agreed to by the Parties. Depending on the process track, either a Certificate of
Completion or a testing procedure shall be submitted to the Area EPS Operator
prior to the testing and inspection date. For all process tracks, the
Interconnection Customer shall supply a copy of the settings programed into
the DER system in the .csv format of the Utility Required Profile—Applied
Settings (URP—AS). Additional details about the URP—SS and URP—AS are
listed in State and Local Technical Requirements.
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The Area EPS Operator shall send qualified personnel to the DER site to
inspect the interconnection and witness the testing. Testing and inspection shall
occur on a Business Day at a mutually agreed upon time and date. The Area
EPS Operator may waive the right to witness the testing.

Interconnection Costs

The Interconnection Customer shall pay for the actual cost of the
Interconnection Facilities and Distribution Upgrades along with the Area EPS
Operator's cost to commission the proposed DER system. An estimate of the
interconnection costs shall be stated in the Uniform Contract or MMIA.

Technical Requirements

The Area EPS Operator shall use Reasonable Efforts fo provide the
Interconnection Customer with its L.ocal Technical Reguirements in the form of a
Technical Specifications Manual (TSM) by providing the document with the notice
of approval of the interconnection application or by providing a website link to
the document. Additionally, the Area EPS Operator shall notify the
Interconnection Customer of any changes to these requirements as soon as
they are known. Unless notified by the Area EPS Operator, the Interconnection
Customer only needs to be in compliance with the version of the Area EPS
Operator’'s TSM current at the time of interconnection.

Authorization for Parallel Operations

The Interconnection Customer shall not operate its DER system in parallel with
the Area EPS Operator's distribution system without prior written authorization
from the Area EPS Operator. The Area EPS Operator shall provide such
authorization within three (3) Business Days from when the Area EPS Operator
receives notification that the Interconnection Customer has complied with all
applicable parallel operations requirements; the completion of a successful
testing and inspection of the DER system and all payments for issued bills
related to the interconnection process that are past due have been paid in full.
Such authorization shall not be unreasonably withheld, conditioned or delayed.

Non-Compliance with Agreements

If it is discovered that the DER system is in non-compliance with the executed
agreement with the Area EPS Operator, the Area EPS Operator may disconnect
the DER system from the Area EPS. Non-compliance includes discovery that
the DER system is generating at a greater power capacity than stated in the
agreement. Upon discovery of this non-compliance issue, the Area EPS
Operator will provide written notice to the Interconnection Customer of the non-
compliance and request the Interconnection Customer remedy the problem prior
to reconnection of the DER system. If the capacity of the DER system has
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changed, a new interconnection application will be required to be submitted to
the Area EPS Operator. Prior to reconnection of the existing DER system, a
witness test is required at the Interconnection Customer’s expense. The withess
test may be waived by the Area EPS Operator. Non-compliant DER systems
that could cause harm to the public or utility personnel or cause damage to the
Area EPS may be disconnected from the Area EPS without advance notice to
the Interconnection Customer.

10 Extension of Timelines

10.1. Reasonable Efforts
The Area EPS Operator shall make Reasonable Efforts to meet all time frames
provided in these procedures. If the Area EPS Operator cannot meet a deadline
provided herein, it must notify the Interconnection Customer in writing within
three (3) Business Days after the deadline to explain the reason for the failure
to meet the deadiine and provide an estimated time by which it will complete
the applicable interconnection procedure in the process.

10.2. Extensions
For applicable time frames described in these procedures, the Interconnection
Customer may request, in writing, one extension equivalent to half of the time
originally alloited {e.g., ten (10) Business Days for a twenty (20} Business Days
original time frame) which the Area EPS Operator may not unreasonably refuse.
No further exiensions for the applicable time frame shall be granted absent a
Force Majeure Event or other similarly extraordinary circumstance.

11 Disputes

11.1. Procedures
The Parties agree to make good faith efforts to attempt to resolve all disputes
arising out of the interconnection process and associated study and
Interconnection Agreements. The Parties agree to follow the established
dispute resolution policy adopted by the Area EPS Operator.

12 Clauses

12.1. Confidentiality
Confidential information shall mean any confidential and/or proprietary
information provided by one Party to the other Party that is clearly marked or
otherwise designated “Confidential.” For purposes of these procedures, design,
operating specifications, and metering data provided by the Interconnection
Customer may be deemed Confidential Information regardiess of whether it is
clearly marked or otherwise designated as such. If requested by either Party,
the other Party shall provide in writing the basis for asserting that the
information warrants confidential treatment. Parties providing a Governmental
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Authority trade secret, or privileged or otherwise not public or nonpublic data
under Minnesota Government Data Practices Act, Minnesota Statutes Chapter
13, shall identify such data consistent with the Commission’s September 1, 1999
Revised Procedures for Handling Trade Secret and Privileged Data.

Confidential Information does not include information previously in the public
domain with proper authorization, required to be publicly submitted or divuiged
by Governmental Authorities (after notice to the other Party and after exhausting
any opportunity to oppose such publication or release), or necessary to be
publicly divulged in an action to enforce these procedures. Each Party receiving
Confidential Information shall hold such information in confidence and shall not
disclose it to any third party nor to the pubiic without prior written authorization
from the Party providing that information, except to fulfill obligations under these
procedures, or to fulfill legal or regulatory requirements that could not otherwise
be fulfilled by not making the information public.

Each Party shall hold in confidence and shall not disclose Confidential
Information, to any person (except employees, officers, representatives and
agents, who agree to be bound by this section). Confidential Information shall
be clearly marked as such on each page or otherwise affirmatively identified. If
a court, government agency or entity with the right, power, and authority to do
s0, requests or requires either Party, by subpoena, oral disposition,
interrogatories, requests for production of documents, administrative order, or
otherwise, to disclose Confidential Information, that Party shall provide the other
Party with prompt notice of such request(s) or requirements(s) so that the other
Party may seek an appropriate protective order or waive compliance with the
terms of this Agreement. In the absence of a protective order or waiver the Party
shall disclose such confidential information which, in the opinion of its counsel,
the party is legally compelled to disclose. Each Party will use reasonable efforts
to obtain reliable assurance that confidential treatment will be accorded to any
confidential information furnished.

Critical infrastructure information or information that is deemed or otherwise
designated by a Party as Critical Energy/Electric Infrastructure Information
(CEIl) pursuant to FERC regulation, 18 C.F.R. §388.133, as may be amended
from time to time, may be subject to further protections for disclosure as
required by FERC or FERC regulations or orders and the disclosing Party’s CEll
policies. Each Party shall employ at least the same standard of care to protect
Confidential Information obtained from the other Party as it employs to protect
its own Confidential Information.

Each Party is entitled to equitable relief, by injuhction or otherwise, to enforce its
rights under this provision to prevent the release of Confidential Information
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12.2,

12.3.

without bond or proof of damages and may seek other remedies available at law
or in equity for breach of this provision.

Non-Warranty

The Area EPS Operator does not give any warranty, expressed or implied, as to
the adequacy, safety, or other characteristics of any structures, equipment,
wires, appliances or devices owned, operated, installed or maintained by the
Interconnection Customer, including without limitation the DER and any
structures, equipment, wires, appliances or devices not owned, operated or
maintained by the Area EPS Operator.

The Area EPS Operator does not guarantee uninterrupted power supply to the
DER and will operate the Distribution System with the same reliability standards
for the entire customer base.

Indemnification

Each Party is protected from liability incurred to third parties as a result of
carrying out the provisions of this interconnection process and subsequent
interconnection agreements. The Parties shall at all times indemnify, defend,
and save the other Party harmless from, any and all damages, losses, claims,
including claims and actions relating to injury to or death of any person or
damage to property, demand, suits, recoveries, costs and expenses, court
costs, attorney fees, and all other obligations by or to third parties, arising out of
or resulting from the other Party’s action or inactions of its obligations under this
agreement on behalf of the indemnifying Party, except in cases of gross
negligence or intentional wrongdoing by the indemnified Party.

This indemnification obligation shall apply notwithstanding any negligent or
intentional acts, errors or omissions of the indemnified Party, but the
indemnifying Party’s liability to indemnify the indemnified Patty shali be reduced
in proportion to the percentage by which the indemnified Party's negligent or
intentional acts, errors or omissions caused the damages.

Neither Party shall be indemnified for its damages resulting from its sole
negligence, intentional acts or willful misconduct. These indemnity provisions
shall not be construed to relieve any insurer of its obligation to pay claims
consistent with the provisions of a valid insurance policy.

If an indemnified person is entitled to indemnification under this article as a result
of a claim by a third party, and the indemnifying Party fails, after notice and
reasonable opportunity to proceed under this article, to assume the defense of
such claim, such indemnified person may at the expense of the indemnifying
Party contest, settle or consent to the entry of any judgment with respect to, or
pay in full, such claim.
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if an indemnifying party is obligated to indemnify and hold any indemnified
person harmless under this article, the amount owing to the indemnified person
shall be the amount of such indemnified person's actual loss, net of any
insurance or oiher recovery.

Promptly after receipt by an indemnified person of any claim or notice of the
commencement of any action or administrative or legal proceeding or
investigation as to which the indemnity provided for in this article may apply, the
indemnified person shall notify the indemnifying party of such fact. Any failure of
or delay in such notification shall not affect a Party's indemnification obligation
unless such failure or delay is materially prejudicial to the indemnifying party.

Limitation of Liability

Each party's liability to the other party for any loss, cost, claim, injury, liability, or
expense, including reasonable attorney’s fees, relating to or arising from any act
or omission in its performance of this Agreement, shall be limited to the amount
of direct damage actually incurred. In no event shall either party be liable to the
other party for an indirect, incidental, special, consequential, or punitive
damages of any kind whatsoever, except as allowed under in Section 12.3.
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13 Glossary

Affected System — Another Area EPS Operator's System, Transmission Owner's
Transmission System, or Transmission System connected generation which may be
affected by the proposed interconnection.

Appiicant Agent — A person designated in writing by the Interconnection Customer to
represent or provide information to the Area EPS on the Interconnection Customer’s
behalf throughout the interconnection process.

Area EPS — The electric power distribution system connected at the Point of Common
Coupling (i.e., the local utility’s electric distribution system, or “grid.").

Area EPS Operator — An entity that owns, controls, or operates the electric power
distribution systems that are used for the provision of electric service in Minnesota (i.e., the
local electrical utility grid operator).

Business Day — Monday through Friday, excluding Holidays as defined by Minn. Stat.
§645.44, Subdivision 5. Any communication to have been sent or received after 4:30
p.m. Central Prevailing Time or on a Saturday, Sunday or holiday shall be considered to
have been sent on the next Business Day.

Capacity Rating — The total number of kilowatts a DER system is maximally capable of
producing. The Capacity Rating may be a lesser value than the Nameplate Rating
provided the conditions in Section 6 are met, and the Interconnection Customer obtains
the Area EPS Operator's approval, The Capacity Rating referred to in the M-MIP is the
alternating current DER rating at the Point of DER Connection (PoC) or, if applicable,
the aggregate DER ratings for multiple DER units at their points of DER Connection. Its
determination does not include any reduction accounting for the load served by the
DER.

Certified Equipment — Equipment that has been tested by a nationally recognized lab
meeting a specific standard. For DER systems, a UL 1741 listing is a commaon form of
DER inverter certification. Additional information is contained in Section 14,

Confidential Information — Any confidential and/or proprietary information provided by
one Party to the other Party and is clearly marked or otherwise designated
“Confidential.” All procedures, design, operating specifications, and metering data
provided by the Interconnection Customer may be deemed Confidential information.
See Section 12.1 for further information. '

Distributed Energy Resource (DER) — A source of electric power that is not directly
connected to a bulk power system or central station service. DER includes both
generators and energy storage technologies capable of exporting active power to an
Area EPS. An interconnection system or a supplemental DER device that is necessary
for compliance with this standard is part of a DER. For the purpose of the
Interconnection Process and interconnection agreements, the DER includes the
Customer's Interconnection Facilities but shall not include the Area EPS Operator's
Interconnection Facilities.
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Distribution System — The Area EPS facilities which are not part of the Local EPS,
Transmission System or any generation system,

Distribution Upgrades - The additions, modificaticns, and upgrades to the Distribution
System at or beyond the Point of Common Coupling to facilitate interconnection of the
DER and render the distribution service necessary to effect the Interconnection
Customer's connection to the Distribution System. Distribution Upgrades do not include
Interconnection Facilities.

Electric Power System (EPS) — The facilities that deliver electric power to a load.

Fast Track Process — The procedure for evaluating an Interconnection Application for a
DER that meets the eligibility requirements of Section 3.4.

Force Majeure Event — An act of God, labor disturbance, act of the public enemy, war,
insurrection, riot, fire, storm or flood, explosion, breakage or accident to machinery or
equipment, an order, regulation or restriction imposed by governmental, military or
lawfully established civilian authorities, or another cause beyond a Party’s control. A
Force Majeure Event does not include an act of negligence or intentional wrongdoing.

Good Utility Practice — Any of the practices, methods and acts engaged in or approved
by a significant portion of the electric industry during the relevant time period, or any of
the practices, methods and act which, in the exercise of reasonable judgment in light of
the facts known at the time the decision was made, could have been expected to
accomplish the desired result at a reasonable cost consistent with good business
practices, reliability, safety and expedition. Good Utility Practice is not intended to be
limited to the optimum practice, method, or act to the exclusion of all others, but rather
to be acceptable practices, methods, or acts generally accepted in the region.

Governmental Authority — Any federal, state, local or other goverhmental regulatory
or administrative agency, court, commission, department, board, or other governmental
subdivision, legislature, rulemaking board, tribunal, or other governmental authority
having jurisdiction over the Parties, their respective facilities, or the respective services
they provide, and exercising or entitled to exercise any administrative, executive,
police, or taxing authority or power; provided, however, that such term does not include
the Interconnection Customer, the Area EPS Operator, or any Affiliate thereof. The
governing authority of the municipal utility is the authority governing interconnection
requirements unless otherwise provided for in State Technical Requirements.

Interconnection Agreement — The terms and conditions between the Area EPS Operator
and Interconnection Customer (Parties). See Section 8 for when the Uniform Contract or
Municipal Minnesota Interconnection Agreement applies.

Interconnection Application — The Standard or Simplified Interconnection Application,
as applicable, pursuant to Section 4.

Interconnection Customer — The person or entity named on the electric utility bill for a
premise who owns and proposes to interconnect a DER on that premises with the Area
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EPS Operator's Distribution System. The Interconnection Customer is responsible for
ensuring the DERIs designed, operated and maintained in compliance with State and
Local Technical Requirements. -

Interconnection Facilities — The Area EPS Operator's Interconnection Facilities and
the Interconnection Customer’s Interconnection Facilities. Collectively, Interconnection
Facilities include all facilities and equipment between the DER and the Point of
Common Coupling, including any modification, additions or upgrades that are
necessary to physically and electrically interconnect the DER to the Area EPS
Operator’s System. Some examples of Customer Interconnection Facilities include
supplemental DER devices, inverters, and associated wiring and cables up to the Point
of DER Connection. Some examples of Area EPS Operator Interconnection Facilities
include sole use facilities; such as, line extensions, controls, relays, switches, breakers,
transformers and shall not include Distribution Upgrades or Network Upgrades.

Interconnection Process — All of the information encompassed in the booklets and
forms in the Minnesota Municipal Interconnection Process (M-MIP).

Local Technical Requirements — The requirements contained in the Technical
Specifications Manual (TSM) of the Area EPS Operator.

Material Modification — A modification to machine data, equipment configuration or to
the interconnection site of the DER at any time after receiving notification by the Area
EPS Operator of a complete Interconnection Application that has a material impact on
the cost, timing, or design of any Interconnection Facilities or Upgrades, or a material
impact on the cost, timing or design of any Interconnection Application with a later
Queue Position or the safety or reliability of the Area EPS.7

Nameplate Rating — Nominal voltage (V), current (A), maximum active power (kWac),
apparent power (k\VA), and reactive power (kVar) at which a DER is capable of
sustained operation. For a Local EPS with multiple DER units, the aggregate nameplate
rating is equal to the sum of all DERs hameplate rating in the Local EPS. For purposes
of Attachment 5 in the MMIA, the DER system’s Nameplate Rating may, with the Area
EPS Operator’s agreement, be replaced with the DER system’s Capacity Rating,

7 A Material Modification shall include, but may not be limited to, a modification from the approved Interconnection
Application that: (1} changes the physical location of the point of common coupling such that it is likely to have an impact on
technical review; (2) increases the nameplate rating or output characteristics of the Distributed Energy Resource; (3) changes
or replaces generating equipment, such as generator(s), inverter(s), transformers, relaying, controls, etc., and substitutes
equipment that is not like-kind substitution in certification, size, ratings, impedances, efficiencies or capabilities of the
equipment; (4) changes transformer connection(s) or grounding; and/or (5) changes {o a certified inverter with different
specifications or different inverter control settings or configuration. A Material Modification shall not include a modification
from the approved Interconnection Application that: (1) changes the ownership of a Distributed Energy Resource; (2}
changes the address of the Distributed Energy Resource, so long as the physical point of common coupling remains the same;
(3) changes or replaces generating eguipment such as generator(s), inverter(s), solar panel(s), transformers, relaying, controls,
etc. and substitutes equipment that is a like-kind substitution in certification, size, ratings, impedances, efficiencies or
capabilities of the equipment; and/or (4) increases the DC/AC ratio but does not increase the maximum AC output capability
of the Distributed Energy Resource in a way that is likely to have an impact on technical review
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provided the Nameplate Rating is reduced through use of control systems, power relays
or similar device settings or adjustments as identified in IEEE 1547. The Nameplate
Ratings referenced in the Interconnection Process are alternating current nameplate
DER ratings at the Point of DER Connection (PoC).

Network Upgrades — Additions, modifications, and upgrades to the Transmission
System required at or beyond the point at which the DER interconnects with the Area
EPS Operator's System to accommodate the interconnection with the DER to the Area
EPS Operator's System. Network Upgrades do not include Distribution Upgrades.

Operating Requirements — Any operating and technical requirements that may be
applicable due to the Transmission Provider's technical requirements or Minnesota
Technical Requirements, including those set forth in the Interconnection Agreement.

Party or Parties — The Area EPS Operator and the Interconnection Customer.

Point of Common Coupling (PCC) — The point where the Interconnection Facilities
connect with the Area EPS Operator’s Distribution System. See figure 1. Equivalent, in
most cases, to “service point” as specified by the Area EPS Operator and described in
the National Electrical Code and the National Electrical Safety Code.

Arga Electric Power Systern (Arga EPS)

Palnt of Cowirng
Coupling (PLCY
‘,-‘

Lecal E£5 4

Palnt of DER  sremrfrmmmomrrerih

connektion
(Pac)

Local EP3 2

Lazal E05 4

Figure 1: Point of Common Goupling and Point of DER Connection (Source: IEEE 1547)
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Point of DER Connection (PoC) — When identified as the Reference Point of
Applicability, the point where an individual DER is electrically connected in a Local EPS
and meets the requirements of this standard exclusive of any load present in the
respective part of the Local EPS (e.g., terminals of the inverter when no supplemental
DER device is required). For DER unit{(s} that are not self-sufficient to meet the
requirements without a supplemental DER device(s), the Point of DER Connection is
the point where the requirements of this standard are met by DER in conjunction with a
supplemental DER device(s) exclusive of any load present in the respective part of the
l.ocal EPS.

Queue Position — The order of a valid Interconnection Application, relative to all other
pending valid Interconnection Applications, that is established based upon the date- and
time- of receipt of the complete Interconnection Application as described in Section 4.7.

Reasonable Efforts — With respect to an action required to be attempted or taken by
a Party under these procedures, efforts that are timely and consistent with Good Utility
Practice and are otherwise substantially equivalent to those a Party would use to protect
its own interests.

Reference Point of Applicability — The location, either the Point of Common Coupling
or the Point of DER Connection, where the interconnection and interoperability
performance requirements specified in IEEE 1547 apply. With mutual agreement, the
Area EPS Operator and Customer may determine a point between the Point of
Common Coupling and Point of DER Connection. See State Technical Requirements
for more information.

Simplified Process — The procedure that only uses initial screens for evaluating an
Interconnection Application for a certified inverter-based DER no larger than 20 kW.

State Technical Requirements — The Minnesota Technical Interconnection and
Interoperability Requirements (TIIR) as adopted by the Minnesota Public Utilities
Commission on January 22, 2022 as part of Docket No. E-999/CI-16-521 and as updated
thereafter.

Study Process — The procedure for evaluating an Interconnection Application that
includes the scoping meeting, system impact study, and facilities study.

Transmission Owner — The entity that owns, leases or otherwise possesses an
interest in the portion of the Transmission System relevant to the Interconnection.

Transmission Provider — The entity (or its designated agent) that owns, leases,
controis, or operates transmission facilities used for the transmission of electricity. The
term Transmission Provider includes the Transmission Owner when the Transmission
Owner is separate from the Transmission Provider. The Transmission Provider may
include the Independent System Operator or Regional Transmission Operator.

Transmission System — The facilities owned, leased, controlled or operated by the
Transmission Provider or the Transmission Owner that are used to provide transmission
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service. See the Commission's July 26, 2000 Order Adopting Boundary Guidelines for
Distinguishing Transmission from Generation and Distribution Assets in Docket No. E-
999/CI-99-1261.

Uniform Contract — The Area EPS Operator’s agreement form for Cogeneration and
Small Power Production Facilities that may be applied to all qualifying new and existing
interconnections between the Area EPS Operator and a DER system having capacity
less than 40 kilowatts.

Upgrades — The required additions and maodifications to the Area EPS Operator's
Transmission or Distribution System at or beyond the Point of Interconnection.
Upgrades may be Network Upgrades or Distribution Upgrades. Upgrades do not
include Interconnection Facilities.

14 Certification of DER Equipment

Distributed Energy Resource (DER) equipment proposed for use in an interconnection
system shall be considered cettified for interconnected operation if the following criteria
is met:

1} It has been tested in accordance with industry standards for continuous utility
interactive operation in compliance with the appropriate codes and standards
referenced below by any Nationally Recognized Testing Laboratory (NRTL)
recognized by the United States Occupational Safety and Health Administration
to test and certify interconnection equipment pursuant to the relevant codes and
standards listed in the Overview Process,

2} It has been labeled and is publicly listed by such NRTL at the time of the
interconnection application, and

3} Such NRTL makes readily available for verification all test standards and
procedures it utilized in performing such equipment certification, and, with
consumer approval, the test data itself. The NRTL may make such information
available on its website and by encouraging such information to be included in
the manufacturer’s literature accompanying the equipment.

The Interconnection Customer must verify that the assembly and use of the equipment
falls within the use or uses for which the equipment was tested, labeled, and listed by
the NRTL.

Certified equipment shall not require further type-test review, testing, or additional
equipment to meet the requirements of this interconnection procedure; however,
nothing herein shall preclude the need for a DER Design Evaluation or an on-site
commissioning test by the parties tc the interconnection as provided for in the State
Technical Requirements.
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If the certified equipment package includes only interface components (switchgear,
inverters, or other interface devices), then an Interconnection Customer must show that
the generator or other electric source being utilized with the equipment package is
compatible with the equipment package and is consistent with the testing and listing
specified for this type of interconnection equipment.

Provided the generator or electric source, when combined with the equipment package,
is within the range of capabilities for which it was tested by the NRTL and does not
violate the interface components' labeling and listing performed by the NRTL, no further
type-test review, testing or additional equipment on the customer side of the Point of
Common Coupling shall be required to be considered certified for the purposes of this
interconnection procedure; however, nothing herein shall preclude the need for a DER
design evaluation or an on-site commissioning test by the parties to the interconnection
as provided for in State Technical Requirements.

An equipment package does not include equipment provided by the Area EPS.

15 Interconnection Process Milestones

Submit Application

|

Initial Review - -

1
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!

Interconnection Agreement

l

Construction of Proposed
DER System
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Approvalto Operate
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M-MIP Simplified Process

1 Applicability

1.1. Capacity Limit
The Simplified Process only is applicable to certified inverter-based Distributed
Energy Resource (DER) systems with Capacity Rating of 20 kW AC or less.
The DER Capacity Rating is the alternating current DER rating at the Point of
DER Connection (PoC) or, if applicable, the aggregate DER ratings for multiple
DER units at their PoCs. Its determination does not include any reduction
accounting for the load served by the DER. if the Capacity Rating and/or the
Export Capacity is different from the aggregate Nameplate Rating of the DER
system, the Interconnection Customer shall complete the Modified Capacity of
a DER System supplemental form in conjunction with the Simplified
Interconnection Application for proposed DER system. This information will be
used by the Area EPS Operator when performing the initial review screens.

1.2. Cettified Inverters
A certified inverter must meet the IEEE standard 1547. A common inverter
certification is UL 1741. Note that certified inverters may still need to have a
selting adjusted to meet the technical requirements of the Area EPS Operator.
DER systems that utilize a Power Control System (PCS) shall have the
certification of UL 31411, Additional information regarding certified equipment is
found in Section 14 of the Process Overview booklet.

2 Application Submission

2.1. Simplified Process Application
The Interconnection Customer shall complete the Simplified Interconnection
Application and submit it to the Area EPS Operator to initialize the
Interconnection Process. A completed Simplified Interconnection Application will
include the following:

» A completed Simplified Interconnection Application signed
by the Interconnection Customer,

« A non-refundable processing fee of$125,
e An aerial site layout drawing of the proposed DER system,

¢ A one-line diagram of the proposed DER system showing the point of
common coupling, PCC, to the Area EPS, and

1 Some PCS may have certification to UL 1741PCS-CRD. This testing guide was withdrawn in 2024, UL 3141 certification
is required by PCS beginning in 2026.
1
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2.2,

2.3,

o All certified equipment manufacturer specification sheets.

Battery Storage

An inverter-based DER system may include battery storage. DER systems that
include battery storage must also complete the energy storage section of the
Simplified Interconnection Application.

Site Control

By signing the Simplified Interconnection Application, the Interconnection
Customer is indicating that the proposed DER system is being located where
the Interconnection Customer has site control. Site control includes ownership
of, a leasehold interest in, or a right to develop a site for the purpose of
construction of a DER. Additional information regarding Site Control can be
reviewed in the Process Overview booklet in Section 4.8,

3 Application Review

3.1

Timelines

The Interconnection Application shall be date- and time-stamped upon initial,
and if necessary, resubmission receipt. The Interconnection Customer shall be
notified of receipt by the Area EPS Operator within ten (10) Business Days of
receipt of the Interconnection Application.

The Area EPS Operator shall notify the Interconnection Customer if the
interconnection Application is deemed incomplete within ten (10) Business Days
and provide a written list detailing all information that must be provided to
compiete the Interconnection Application. The Interconnection Customer has
five (5) Business Days to provide the missing information unless additional time
is requested with valid reasons. Failure to submit the requested information
within the stated timeline will deem the Interconnection Application withdrawn.
The Area EPS Operator has an additional five (5) Business Days to review the
additionally provided information for completeness.

An Interconnection Application will be deemed complete upon submission to the
Area EPS Operator provided all documents, fees and information required with
the Interconnection Application adhering to State and Local Technical
Requirements is included. The time- and date- stamp of the completed
Interconnection Application shall be accepted as the qualifying date for the
purpose of establishing a queue position as described in Section 4.7 of the
Overview Process booklet.

The Area EPS Operator has a total of twenty (20) Business Days to complete
2
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the Interconnection Application review from the receipt of a completed
interconnection Application and submit notice back to the Interconnection
Customer stating the proposed DER system may proceed with the
interconnection process or the proposed DER system has been moved into a
different process track. The time during which the Interconnection Customer
provides missing information is not included in the Area EPS Operator’s twenty
(20) Business Days review timeline.

Figure 1. Simplified Process
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3.2. Initial Review Screens
The Area EPS Operator shall determine if the DER can be interconnected
safely and reliably using Initial Review Screens and without the construction of
facilities by the Area EPS Operator. The Initial Review screens include the
following engineering screens:

¢ The proposed DER’s PCC must be on a portion of the Area EPS
Operator’s Distribution System.

¢ For interconnection of a proposed DER to a radial distribution circuit, the
aggregated generation, including the proposed DER, on the circuit shall
not exceed 15% of the line section annual peak load as most recently
measured or 100% of the substation aggregated minimum load. A line
section is that portion of an Area EPS Operator’s electric system
connected to a customer bounded by automatic sectionalizing devices or
the end of the distribution line. The Area EPS Operator may consider
100% of applicable loading (i.e. daytime minimum load for solar), if
available, instead of 15% of line section peak load.

s For interconnection of a proposed DER to the load side of network
protectors, the proposed DER must utilize an inverter-based equipment
package and, together with the aggregated other inverter-based DERSs,
shall not exceed the smaller of 5% of a hetwork's maximum load or 50
KW.1

+ The proposed DER, in aggregation with other DERs on the distribution
circuit, shall not contribute more than 10% to the distribution circuit’'s
maximum fault current at the point on the high voltage (primary) level
nearest the proposed PCC.

¢ The proposed DER, in aggregate with other Distributed Energy
Resources on the distribution circuit, shall not cause any distribution
protective devices and equipment (including, but not limited to, substation
breakers, fuse cutouts, and line reclosers), or Interconnection Customer
equipment on the system to exceed 87.5% of the short circuit interrupting
capability; nor shall the interconnection be proposed for a circuit that
already exceeds 87.5% of the short circuit interrupting capability.

" Network protectors are protective devices used on secondary networks (spot and grid networks) fo
automatically disconnect their associated transformers when reverse power flow occurs. Secondary
networks are most often used in densely populated downtown areas.

4
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3.4,
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+ Using the table below, determine the type of interconnection to a
primary distribution line. This screen includes a review of the type of
electrical service provided to the Interconnecting Customer, including
line configuration and the transformer connection to limit the potential for
creating over-voltages on the Area EPS Operator's electric power
system due to a foss of ground during the operating time of any anti-
islanding function.

Primary Distribution Type of Interconnection to Results
Line Type Primary Distribution Line
Three-phase, Three-phase or single- Pass screen
three wire phase, phase-to-phase
Threenphase, Effectively-grounded Pass screen
four wire three-phase
or single-phase, line-to-neutral

+ |f the proposed DER is to be interconnected on single-phase shared
secondary, the aggregate generation capacity on the shared secondary,
including the proposed DER, shall not exceed 20 kW or 65% of the
transformer nameplate rating.

s |f the proposed DER is single-phase and is to be interconnected on a
center tap neutral of a 240-volt service, its addition shall not create an
imbalance between the two sides of the 240-volt service of more than
20% of the nameplate rating of the service transformer,

The technical screens listed shali not preciude the Area EPS Operator from
using tools that perform screening functions using different methodologies given
the analysis is aimed at preventing the voltage, thermal and protection
limitations as the listed screen.

Notification of Approval of Application

Provided the Simplified Interconnection Application passes the initial screens, or
if the proposed interconnection fails the screens but the Area EPS Operator
determines that the DER may nevertheless be interconnected consistent with
safety, reliability and power quality standards, the Area EFPS Operator shall
provide notice to the Interconnection Customer that their Simplified
Interconnection Application has been approved.

Failure of Review Screens
If the proposed interconnection fails the screens the Interconnection Customer will

he notified by the Area EPS Operator that the Simpilified Interconnection Application

has
5
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been moved to the Fast Track Process. The Area EPS Operator shall provide
the Interconnection Customer the opportunity to attend a customer options
meeting. Additional information regarding the customer options meeting is found
in Section 3.5 of the Fast Track Process booklet. The Interconnection Customer
will need to provide a completed Interconnection Application to the Area EPS
Operator prior fo, or at the customer options meeting.

The Area EPS Operator shall notify the Interconnection Customer of the
determination and provide copies of all directly pertinent data and analyses
underlying its conclusion, subjected {o confidentiality provisions in Section 12.1
of the Overview Process booklet.

4 Interconnection Agreement

4.1.

4.2,

4.3.

Uniform Contract

The Area EPS Operator shall provide the Interconnection Customer with an
executable copy of the Area EPS Operator’s Contract for Cogeneration and
Small Power Production Facilities (Uniform Contract) within five (5) Business
Days of notice of approval of the Simplified Interconnection Application.

Municipal Minnesota interconnection Agreement

The Interconnection Customer may request on the Simplified Interconnection
Application an executable copy of the Area EPS Operator’s Municipal
Minnesota Interconnection Agreement (MMIA) in lieu of signing the Uniform
Contract. If the MMIA is requested, the Area EPS Operator shall provide an
executable copy of the MMIA within five (5) Business Days of notice of approval
of the Simplified [nterconnection Application.

Completion of Agreement

The Interconnection Customer shall have thirty (30) Business Days to sign and
return the Uniform Contract or the MMIA to the Area EPS Operator. The Area EPS
Operator shall sign the Uniform Contract or the MMIA within five (5) Business Day
after receiving the signed Uniform Contract or MMIA from the Interconnection
Customer. The Uniform Contract or MMIA must be signed by the Interconnection
Customer prior to the notice that the DER system is ready for withess testing.

Upon receipt of the signed Uniform Contract or MMIA, the Area EPS Operator may
schedule appropriate metering replacements and construction of facilities, if
necessary. The Interconnection Customer should note that withess testing may be
delayed for material ordering and installation scheduling. It is recommended that
the Uniform Contract or the MMIA be executed a minimum of thirty (30) Business
Days prior to the desired interconnection date of the DER system.
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5 Insurance

5.1.

5.2.

5.3.

Insurance Requirements

At minimum, the Interconnection Customer shall maintain, for the duration the
DER system is interconnected {o the Area EPS Operator's Distribution System,
$300,000 of general liability insurance from a qualified insurance agency with a
B+ or better rating by “Best.” Such general liability insurance shall include
coverage against claims for damages resulting from (i) bodily injury, including
wrongful death; and (i) property damage arising out of the Interconnection
Customer’s ownership and/or operation of the DER under this agreement.
Evidence of the insurance shall state that coverage provided is primary and is
not excess to or contributing with any insurance or self-insurance by the Area
EPS Operator.

Self-Insurance

The Interconnection Customer may choose to be self-insured provided there is
an established record of self-insurance. The Interconnection Customer shall
supply the Area EPS Operator at least twenty (20) days prior to the date of
initial operation, evidence of an acceptable plan to self-insure o a level of
coverage equivalent to that required in Section 5.1. Failure of the
interconnection Customer or the Area EPS Operator {0 enforce the minimum
levels of insurance does not relieve the Interconnection Customer from
maintaining such levels of insurance or relieve the Interconnection Customer of
any liability.

Proof of Insurance

Prior to initial operation of the DER, the Interconnection Customer shall furnish
the Area EPS Operator with the Declarations page of the Homeowner's
insurance policy documenting insurance of the DER, if applicable or other
insurance certificates and endorsements documenting insurance. Thereafter,
the Area EPS Operator shall have the right to periodically inspect or obtain a
copy of the original policy or polices of insurance. Additionally, the Area EPS
Operator may request to be additionally listed as an interested third party on the
insurance certificates and endorsements to meet the right to periodically obtain
a copy of the policy or policies of insurance.

6 Timeline Extensions

6.1.

Reasonable Efforts

The Area EPS Operator shall make Reasonable Efforts to meet all time frames
provided in these procedures. If the Area EPS Operator cannot meet a deadline
provided herein, it must notify the Interconnection Customer in writing within
three (3) Business Days after the deadline to explain the reason for the failure

to meet the deadline and provide an estimated time by which it will complete
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6.2,

the applicable interconnection procedure in the process.

Extensions

For applicable time frames described in these procedures, the Interconnection
Customer may request in writing one extension equivaient {o half of the time
originally allotted (e.g., ten (10) Business Days for a twenty (20) Business Days
original time frame) which the Area EPS Operator may not unreasonably refuse.
No further extensions for the applicable time frame shall be granted absent a
Force Majeure Event or other similarly extraordinary circumstance.

7 Modifications to Application

7.1.

7.2.

Procedures

At any time after the Interconnection Application is deemed complete, the
Interconnection Customer or the Area EPS Operator may identify modifications
to the proposed DER system that may improve costs and benefits (including
reliability) of the proposed DER system and the ability for the Area EPS
Operator to accommodate the proposed DER system. The Interconnection
Customer shall submit to the Area EPS Operator in writing ail proposed
madifications to any information provided in the Interconnection Application.
The Area EPS Operator cannot unilaterally modify the Interconnection
Application.

Timelines

Within ten (10) Business Days of receipt of the proposed maodification, the Area
EPS Operator shall evaluate whether the proposed modification to the
Interconnection Application constitutes a Material Modification. The definition in
Section 13 Glossary of the Process Overview booklet includes examples of what
does and does not constitute a Material Modification.

The Area EPS Operator shall notify the Inferconnection Customer in writing of the
final determination of the proposed modification. For proposed modifications that
are determined to be a Material Modification the Interconnection Customer may
choose to either: 1) withdraw the proposed modification; or 2) proceed with a new
Interconnection Application. The Interconnection Customer shall provide its
determination in writing to the Area EPS Operator within ten (10) Business Days
after being provided the Material Modification determination. If the Interconnection
Customer does not provide its determination within the timeline, the Interconnection
Application shall be considered withdrawn,

If the proposed modification is hot determined to be a Material Modification,
then the Area EPS Operator shall notify the Interconnection Customer in writing
that the modification has been accepted and the Interconnection Customer

shall retain its eligibility for interconnection, including its place in the queue.
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8 Interconnection

3.1.

8.2.

8.3.

Metering

Any metering requirements necessitated by the use of the DER system shall be
installed at the Interconnection Customer's expense. The metering requirement
costs will be included in the final invoice of interconnection costs to the
Interconnection Customer. The Interconnection Customer is also responsible for
metering replacement costs not covered in the Interconnection Customer's
general customer charge. The Area EPS Operator may charge Interconnection
Customers an ongoing metering-related charge for an estimate of ongoing
metering-related costs specifically demonstrated.

Construction

The Interconnection Customer may proceed to construct (inciuding operational
testing not to exceed two hours) the DER system when the Area EPS Operator
has approved the Simplified Interconnection Application. Upon receipt of a
signed Uniform Contract or MMIA the Area EPS Operator shall schedule and
execute appropriate construction of facilities, if necessary, which shall be
completed prior to the Interconnection Customer returning the Certification of
Completion. The Area EPS Operator will notify the Interconnection Customer
when construction of the distribution facilities is completed.

Inspection, Testing and Commissioning

Upon completing construction of the DER system, the Interconnection Customer
will cause the DER system to be inspected or otherwise certified by the
appropriate local electrical wiring inspector with jurisdiction. The Interconnection
Customer shall then arrange for the inspection and testing of the DER system
and the Customer's Interconnection Facilities prior to interconnection pursuant
to State and Local Technical Requirements. Commissioning test of the
Interconnection Customer’s installed equipment shall be performed pursuant to
applicable codes and standards of Minnesota’s Technical Requirements. The
Interconnection Customer shall provide the Area EPS Operator with a
Certificate of Completion after completion of the DER installation.

The Interconnection Customer shall notify the Area EPS Operator of testing and
inspection no fewer than five (5) Business Days in advance, or as may be
agreed to by the Parties. The Interconnection Customer shall submit to the Area
EPS Operator a Certification of Completion and supply a copy of the setlings
programmed into the DER system in the .csv format of the Utility Required
Profile-—Applied Settings (URP—AS) with the request to schedule inspection
and testing.

Prior to parallel operation, the Area EPS Operator may inspect the DER for

9
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compliance with standards, which may include a witness test, and schedule
appropriate metering replacements, if necessary. The Area EPS Operator shall
send qualified personnel to the DER site fo inspect the interconnection and
witness the testing but bears no liahility for the results of the test.

The Area EPS Operator is obligated to complete the witness test, if required, within
fen

(10) Business Days of receipt of the Cettification of Completion. If the Area EPS
Operator does not inspect within ten (10) Business Days, the witness test is
deemed waived uniess both Parties mutually agree to extend the timeline for the
witness test. Testing and inspection shall occur on a Business Day at a

mutually agreed upon time and date. The Area EPS Operator may waive the

right to witness the testing.

Within three (3) Business Days of satisfactory inspection or waiver of
inspection, the Area EPS Operator shall provide the Interconnection Customer
written acknowledgment that the DER has permission to operate. Such written
acknowledgment shall not be deemed to be or construed as any representation,
assurance, guarantee, or warranty hy the Area EPS Operator of the safety,
durability, suitability, or reliability of the DER or any associated control,
protective, and safety devices owned or controlled by the Interconnection
Customer or the quality of power produced by the DER.

If the witness test is not satisfactory, the Area EPS Operator has the right to
disconnect the DER. The Interconnection Customer has no right to operate in
parallel, except for optional testing not to exceed two hours, until permission to
operate is granted by the Area EPS Operator.

8.4. Interconnection Costs
The Interconnection Customer shall pay for the actual cost of the
interconnection Facilities and Distribution Upgrades along with the Area EPS
Operator’s cost to commission the proposed DER system. An estimate of the
interconnection costs shall be stated in the Uniform Contract or MMIA. The
Area EPS Operator shall render the final interconnection cost invoice to the
interconnection Customer within thirty (30) Business Days after the proposed
DER system has been commissioned by the Area EPS Operator, or upon the
commissioning being waived by the Area EPS Operator. The Interconnection
Customer shall make payment to the Area EPS Operator within twenty-one (21)
Business Days of receipt, or as otherwise stated in the Uniform Contract.

The Area EPS Operator does not give any warranty, expressed or implied, as
to the adequacy, safety, or other characteristics of any structures, equipment,
wires, appliances or devices owned, operated, installed or maintained by the
Interconnection Customet, including without limitation the DER and any

10
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structures, equipment, wires, appliances or devices not owned, operated or
maintained by the Area EPS Operator.

Authorization for Parallel Operation

The Interconnection Customer shall not operate its DER system in paraliel with
the Area EPS Operator's Distribution System without prior written authorization
from the Area EPS Operator. The Area EPS Operator shall provide such
authorization within three (3) Business Days from when the Area EPS Operator
receives the Certificate of Completion and notification the Interconnection
Customer has complied with all applicable parallel operations requirements.
Such authorization shall not be unreasonably withheld, conditioned or delayed.

Continual Compliance

The Interconnection Customer shall be fully responsible for operating,
maintaining, and repairing the DER as required to ensure that it complies at all
times with the interconnection standards to which it has been certified. The
Interconnection Customer shall also operate its DER system in compliance with
the Area EPS Operator's technical requirements as referred to in the executed
Uniform Contract or MMIA. The Area EPS Operator may periodically inspect, at
its own expense, the operation of DER system as it relates to power quality,
thermal limits and reliability. Failure by the Interconnection Customer to remain
in compliance with the technical requirements will result in the DER system's
disconnection from the Area EPS Operator’s Distribution System.

Non-compliance includes the DER system generating at a greater power
capacity than stated in the agreement. Upon discovery of this non-compliance
issue, the Area EPS Operator may disconnect the DER system from the Area
EPS. The Area EPS Operator will provide written notice to the Interconnection
Customer of the non-compliance and request the Interconnection Customer
remedy the problem prior to reconnection of the DER system. If the capacity of
the DER system has changed, a new interconnection application will be
required to be submitted to the Area EPS Operator. Prior to reconnection of the
existing DER system, a witness test is required at the Interconnection
Customer’s expense, The witness test may be waived by the Area EPS
Operator. Non-compliant DER systems that could cause harm to the public or
utility personnel or cause damage to the Area EPS may be disconnected from
the Area EPS without advance notice to the Interconnection Customer.

11
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8.7. Disconnection of DER
The Area EPS Operator has the right to disconnect the BER in the event the
Interconnection Customer:

¢ Does not continue to follow and maintain IEEE 1547 settings approved by
the Area EPS Operator as indicated by the adopted technical requirements.

¢ Does not meet all the requirements of the Simplified Process.

s Refuses to signh either the Interconnection Agreement or the Area EPS
Operator’s Uniform Contract.

¢ The Nameplate Rating, Capacity Rating or Export Capacity of the DER
system has been modified from the submitted interconnection application
without approval from the Area EPS Operator.

The Area EPS Operator may temporarily disconnect the DER upon the following
conditions:

¢ For scheduled outages upon reasonable notice.
« For unscheduled outages or emergency conditions.
¢ lf the DER does not operate in a manner consistent with the Simplified Process.

The Area EPS Operator shall inform the Interconnection Customer in advance of
any scheduled disconnections, or as reasonable, after an unscheduled disconnection.,

12



Interconnection Application

Persons interested in applying for the interconnection of a distributed energy resource (DER) to the
Area EPS Operator’s {Utility’s) distribution system through the Fast Track or Study Processes are to fill
out this Interconnection Application. The Interconnection Application Is to be filied out completely by
the applicant or as noted in each section of the application. The utility will contact the applicant within
ten {10} Business Days once the Interconnection Application and the corresponding processing fee is
submitted to the utility. The utility will then notify the applicant of the completeness of their
application, if the application is deemed incomplete by the utility, the utility will provide the applicant
with a list of missing material, The applicant will then have ten (10) Business Days to provide the utility
with this information or request an extension, otherwise the application will be deemed incomplete,
and the applicant will lose their place in the queue,

Sections that are noted with an asterisk (¥} are required to be filled out.

Checkllst for Submlssmn to Area EPS Operator' :

The items below shaﬂ be mc!uded with submittal of the Interconnecnon Apphcatron to the Area EPS
Operator. Applications that fail to include all items will be deemed incomplete.

Included

Non-refundable processing fee

Fast Track Process

e S125+ 51/kW for Certified systems [ Yes

e S$125+82/kW for Non-certified systems

Study Process

¢ 51,000+ 52/kW down payment. Additional study fees may apply.
One-line diagram

» Please see Area EPS Operator’s Technical Specification Manual (TSM) for O Yes

more details,

Documentation showing site control, O Yes
Site diagram showing DER system layout (See TSM for more details) 0 Yes

Possible Additional Documentation (See TSM for more details)

o If requesting the DER Capacity Rating or Export Capacity to be different from the Nameplate
Rating, complete the Modified Capacity of DER System supplemental form.

e Schematic drawings for all protection and control circuits, relay current circuits, relay potential
circuits, and alarm/monitoring circuits (if applicable).

e Documentation that describes and details the operation of protection and control schemes {if
applicable).

¢ Inverter Specification Sheet(s} {if applicable).




- Appllca nt-owner of DER*

MName as it appears on electric service account'

Account number: Meter humber:

Mailing address:

Email: Phone:
‘Application Agent * . S e R B B e e s
is the applicant using an Apphcation Agent for this apphcatmn? {1Yes I No

If Interconnection Customer is not using an Applicant Agent, please continue to next section.

Application agent:

Agent’s company name:

Emait: Phone:

-:DER Location *

Is the proposed DER system to be located at the appllcant’s mallmg address i:l Yes D No

If ves, please continue to the next section.

i no, will the proposed DER system be interconnected to an existing electric service? [ Yes [ No

Please provide the address or GPS coordinates:

If not an existing service, please state the proposed service entrance size (amps):

General *

Select Review Process {1 Fast Track Process 1 Study Process

Choose one of the following and provide applicable data:

O Application is for a new DER

Aggregate DER nameplate rating of alt generation and storage types (kWa):

O Application is for a Capacity Addition to an existing DER

Capacity of existing DER (kWac): Capacity proposed to be added (kW)

1 Application is for a Material Modification to an existing DER {See M-MIP Pracess Overview for details)

if Material Modification to existing facility, please describe:

Distributed Energy Resource will be used for what reason? {Check all that apply):

O Net metering [ Only to supply power to applicant
O Only to supply power to Area EPS

Type of generator {check all that apply): [ inverter I Induction or synchronous

Installed DER system cost (excluding any incentives): §




Distributed Energy Resource information* ==+

Phase configuration of Distributed Energy Resource(s): O Ssngie phase O Three- phase

DER type (Check ali that apply and list aggregate capacity of each type}:

0 Solar photovoltaics Size {kWac): 0 wWind Size (kWach:
{] Storage Size {kWoao): [] Diesel Size (kWad):
L1 Natural gas Size (kWad): 1 Fuel oil Size {kWad):
& Hydro type Size (kW,): O Other Size {kWa):

Please specify Cther:

Capacity Rating & Export Capacity *

DER System Capacity Rating

Is the DER system’s Capacity Rating to produce at the Point of DER Connection (PoC) the same as the
Nameplate Rating: O Yes [INo

if no, please state the Capacity Rating of the DER system (kWac}: kW

Is the Nameplate Rating heing Hmited to the Capacity Rating by certified inverter settings? U Yes [0 No

If yes, are alf of the DER’s inverters being modified for limiting capacity? [ Yes LI No

if no, please specify which inverters wilt be modified and which inverters wili not:

Please attach a PDF detailing how the DER system’s Capacity Rating is determined.

DER System Export Capacity

Is the Export Capacity at the Point of Cammon Coupling {PCC) the same as the Nameplate Rating?
CYes TNo

if no, please state the Export Capacity of the DER system (kW2

Does the proposed DER system include non-exporting storage? O Yes [0 No

if yes, please provide details of the pregramming settings the storage system uses to be non-exporting.

Methods of Limiting Export Capacity

1s a certified power control system, reverse-power protection device or other device belng used with the DER
system? LI Yes O No

Please upload documentation explaining how the proposed system will limit export to the distribution grid.

Safeguards/Assurances

Can the DER system settings for DER system s Capacaty Ratmg or the DER system 5 Export Capacnty be
modified by the DER system owner: [1Yes O No

If no, please specify what protocols are in place to prevent the DER system owner fram modifying the DER
system’s capacity limiting settings:




Interconnectton Fac:htles Informatlon *

What type of DER mterconnection/transfer method is proposed?
O  None (DER is never operating parallel with the distribution system)

O  Extended parallel/continuous {The normal state of the DER is to operate parallel with the distribution
systern.)

0  Limited (DER operated parallel with the distribution system for a short time). Please specify what type of
Limited.

[0 Quick closed {100msec parallel or less) [0 Limited parallel {2 minutes or less)

Will a transfer switch be used with the DER? [ Yes 4 No

Manufacturer: Model: Load rating (in Amps):

Will a transformer, owned by the Interconnection Customer, be used

between the DER and the Point of Common Coupling? H Yes L Ne

Please show proposed location of protective interface equipment on property on the submitted site diagram.

_Transformer Data, if applicable (For Interconnection Custoimer-ownad transformer): - L
“(E.g., Transformers used for secondary voltage conversion or primary metered mterconnect.-ons)

What is the phase configuration of the transformer? O single-phase [ Three-phase
Size (KVA): Transformer impedance | On kVA base:
(%):

Transformer volts: Delta: Wye: Wye grounded:
{primary)
Transformer volts: Delta: Wye: Wye grounded:
{secondary)
Transformer volts: Delta: Wye: Wye grounded:
{tertiary}

‘Transformer Fuse Data (For Interconnection Customer-owned fuse). - .~ 7 &
Manufacturer: Type: Size: Speed:

Interconnect:ng Clrcult Breaker, |f appilcable (For interconnect;on Customer—owned CII‘CUIt
‘breaker) o . e . S

Manufacturer. | T - Type |

Load rating {in amps): Interrupting rating (in amps): Trip speed {cycles):

Interconnection Protectlue Relays (Please show protectlve relay manufacturer, model and type on
theonellnedlagram) i . _ el S L

Current and Potential Transformer Data { Please show CT ratios and CT/PT'I_'Qca't'io'r_is"b'n'i'j_rj'e_-lihe;}_'_'f :'




Fill out all following sections which pertain to the proposed DER installation

Inverter Interconnected System Information — non ESS (if applicable) =~

Aggregate inverter rating {ikKW,): Total number of inverters:

Phase configuration of inverter(s): O Single-phase O Three-phase

Voltage of inverter{s):

inverter manufacturer:

1. Model No. Certification

[0 uL1741-sA O UL1741-SBL] UL1741-5C
Inverter rating (K\Wa.): Number of units of this model;
2. Model No. Certification

0 uL1741-sA O UL1741-SB O YUL1741-SC
Inverter rating (KWac): Number of units of this model:
3. Model No. Certification

O uL1742-sA [0 UL1741-SB [0 UL1741-5C
[nverter rating (kWac): Number of units of this model:
4. Model No. Certification

0 UL1741-SA O UL1741-SBT]1 UL 1741-SC
Inverter rating (KWc): Number of units of this model:

Power Control System Information (if applicable)

PCS manufacturer:

Model No. } Certification of operatingmode [3 UL3141 O UL 1741-PCS

Is the PCS combined with an inverter: O Yes O No

If the PCS is combined with an inverter that s listed in the previous section, please skip the rest of this section.

What operating mode will be used? Select only one Operating Mode.

L Import only [0 Exportonly L1 No exchange 0  Unrestricted exchanged
If Export only is checked, please choose from the following:
[0  ESS Export is allowed [T Solar export is allowed 1 Anyexport is allowed

O Limited export is allowed {Please specify export limit amount in kW):

Energy Storage System Information (if applicable)

ESS inverter energy rating (kWh,): I ESS inverter capacity rating (KW}

How will the ESS be used? Select all use cases that apply.
[0 Outage protection/backup powet 0 Demand reduction 0 No export
O Time-of-use energy management O Increased self-consumption &1 Other

Please specify other:

What operating modes will be used? Select only one operating mode.

OO Importonly [ Exportonly [0 No exchange [0 Unrestricted exchanged
If Export Only Is Checked, select all that apply.
O ESS export is allowed 0  Solar export is allowed

1 Limited export is allowed {please specify export limit amount in kwW}:




Is the ESS recharging limited to certain times of the day and/or after a power outage? [1 Yes

if yes, please explain:

If the ESS shares an inverter that Is listed in the previous section, please skip the rest of this section,

Aggregate ESS inverter rating (kWad):

Total number of ESS inverters:

Phase configuration of ESS inverter(s):

O Single-phase O Three-phase

Voltage of ESS inverter(s):

ESS inverter manufacturer;

1. Model No.

Certification

O uUL174i-sA O UL1741-SBHO UL1741-5C
Inverter rating (kW..): Number of units of this model:
2. Model No. Certification

[ UuL1741-SA O UL1741-58 0O UL1741-5C
[nverter rating (kKWac): Number of units of this model:
3. Medel No. Certification

1 uL1741-sA O uUL1741.8B 00 UL17431-5C
Inverter rating (kW) Number of units of this model:
4, Mode! No. Certification

[T ur1741-sA O uUL1741-sB0 UL1741-5C

Inverter rating (kWac):

Number of units of this model:

O No




jRotatlng Generatlon System !nformatlon (lf appllcable)
'Prime Mover Information e -

Please indicate the prime mover:

O Microturbine [0 Reciprocating engine  [1 Hydro £l Wind 0 Other {please specify)
Generator type L1 Induction 3 synchronous

Manufacturer; Model name & number: Version:

Summer name plate rating: kW Summer name plate rating; kWoe
Winter name plate rating: VA Winter name plate rating: kVAae
Rated power factor: Leading: Lagging:

-:'Blstrlbuted Energy Resource Characterlstlc Data (for Synchronous machmes)

RPM frequency Neutral grounding resistor:
Direct axis synchronous reactance, Xy Zero sequence reactance, Xy
Direct axis transient reactance, X'q; KVA base:

Direct axis subtransient reactance, X'« Field volts:

Negative sequence reactance, Xa: Field amperes:

Far synchronous generators 1 MW or larger, please provide the appropriate IEEE model block diagram of
excitation system, governing system and power system stabilizer {PSS) in accordance with the regional
reliability council criteria. A PSS may be determined to be required by applicable studies. A copy of the
manufacturer’s block diagram may not be submitted.




. RI;M. I:..r.e.quén.c.y: — NeutraE gréunding ;esis.tt.)r.:. |

Motoring power (kWh Exciting current:

Heating time constant: Temperature rise:

Rotor resistance, R,: Frame size:

Stator resistance, Rg: Design letter:

Stator reactance, X;: Reactive power required [n Vars (no load):
Rotor reactance, X, Reactive power required In Vars (full load):
Magnetlizing reactance, X, Total rotating inertia, H:

Short circuit reactance, XX &

. Additional Documentation

On the one-line diagram please show the interconnection transformer and provide the transformer winding
configuration, primary and secondary transformer voltage, transformer protection information and expected
impedance. Please also show how the transformer will be protected to meet the NEC requirements,

Please see the Area EPS Operator’s Technical Specification Manual (TSM) for requirements that need to be on the
one-line and site diagrams and for application documentation examples.

Please see the Municipal Minnesota Interconnection Process for additional requirements related to site control
and insurance documentation.



Interconnect:on Agreement *

An approved mterconnect;on apphcant is referred to throughout the M‘umcrpa! anesota
Interconnection Process (M-MIP} as an Interconnection Customer and will be provided one of two
interconnection agreement forms from the M-MIP to encapsulate the rights and obligations of the
Interconnection Customer and the utility. For facilities that qualify to proceed through the Simplified
Process, the Interconnection Customer may elect to utilize the simpler Uniform Contract form.
Included in this contract are payment terms for purchase by the utility of excess power generated by
the interconnected DER system. The Interconnection Customer has the option, however, to utilize the
longer Municipal Minnesota Interconnection Agreement (MMIA] form in fieu of the Uniform Contract,

Would the applicant prefer to utilize the Municipal Minnesota Interconnection 1 Yes O No
Agreement (MMIA) form in lieu of the Uniform Contract form?

Acknowledgements ~ Must be completed by Interconnection Customer *

initials

An Interconnection Customer has opportunities to request a timeline extension
during the interconnection process. Failure by the Interconnection Customer to
meet or request an extension for a timeline outlined in the Interconnection Process
could result in a withdrawn queue position and the need to re-apply.

Proposed DER interconnections to the utility’s distribution system submitted under
the Fast Track Process may be moved into the Study Process If engineering screens
are failed during the Interconnection Appiication review. Interconnection
Customers would be contacted to approve being moved into the Study Process.

Application Signature — Must be completed by Interconnection Customer *

| designate the individual or company listed as my Application Agent to serve as my
agent for the purpose of coordinating with the Area EPS Operator on my behalf
throughout the interconnection process. initials
| hereby certify that, to the best of my knowledge, the information provided in this Interconnection
Application is true, and that | have appropriate Site Control in conformance with the Interconnection
Process. | agree to abide by the terms and conditions of the Interconnection Process and will inform
the utility if the proposed DER system changes from the details listed in this Interconnection
Application.

Applicant signature Date

“#**Please print clearly or type and return completed along with any additional documentation*** -
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M-MIP Fast Track Process

1 Applicability

1.1. Capacity Limit
The Fast Track Process is available to an Interconnection Customer proposing
to intercennect a Distributed Energy Resource (DER) with the Area EPS
Operator's Distribution System if the DER capacity does not exceed the size
limits in Table 1.1 and does not qualify for the Simplified Process or Non-Export
Process. The DER Capacily Rating is the alternating current DER rating at the
Point of DER Connection (PoC) or, if applicable, the aggregate DER ratings for
multiple DER units at their PoCs. Its determination does not include any
reduction accounting for the load served by the DER. If the Capacity Rating
and/or the Export Capacity is different from the aggregate Nameplate Rating of
the DER system, the Interconnection Customer shall complete the Modified
Capacity of a DER System supplemental form in conjunction with the
appropriate interconnection application for proposed DER system. This
information will be used by the Area EPS Operator when performing the initial
review screens,
Additional information regarding the capacity limits can be seen in Section 6 of
the M-MIP Process Overview booklet.

Table 1.1. Fast Track Eligibility for DER

Fast Track ‘Flast Track Eligibility for
Line Voltage Eligibility" certified, inverter-based DER on
a Mainline? and 5 2.5 Electrical
Regardiess of C e wae
Location Circuit Miles from
Substation®

<5 kV < 500 kw < 500 kW
=2 5kVand < 15 kv <1 MW <2 MW
=15 kV and < 30 kv < 3 MW <4 MW
2 30 kV and £ 69 kV <4 MW < 5 MW

Fast Track eligibility for DERs is determined based upon the generator type, the
size of the generator, voltage of the line, and the location of and the type of line
at the Point of Common Coupling. All synchronous and induction machines
must be no larger than 2 MW to be eligible for Fast Track Process consideration.
Fast Track eligibility does not imply or indicate that a DER wili pass the
engineering screens or be exempt from the proposed DER Interconnection
being placed into the Study Process.

1.2. Codes, Standards and Certification Requirements
The Interconnection Customer’s proposed DER must meet the codes, standards
and certification requirements listed in Section 14 of the Overview Process booklet
and in the Area EPS Operator’s technical requirements. The Area EPS Operator

1



M-MIP Fast Track Process

may allow DER systems that do not meet codes, standards and certification only if
the DER system design is reviewed and tested and determined that it is safe to
operate in parallel with the Distribution System.

2 Application Submission

2.1. Fast Track Process Application
The Interconnection Customer shall complete the Standard Interconnection
Application and submit it to the Area EPS Operator to initialize the
Interconnection Process. A completed Interconnection Application wilt include
the following:
¢ A completed Interconnection Application signed by the
Interconnection Customer.

+ A non-refundable processing fee indicated in Section 2.3.
¢ A site layout drawing of the proposed DER system.

s A one-line diagram of the proposed DER system showing the point of
commeon coupling fo the Area ERPS Operator's Distribution System.

s All equipment manufacturer specification sheets.
¢ Documentation of site control indicated in Section 2.5.

2.2. Professional Licensed Engineer Signhature
The one-line diagram submitted with the Interconnection Application will require
a signature from a professional engineer licensed in the State of Minnesota
certifying the DER was designed in conformance with State and Local Technical
Requirements the following conditions exist:

* Certified? equipment is greater than 250 kW.
+ Non-certified equipment is greater than 20 kW.

2.3. Processing Fee
The processing fee will differ for a Fast Track Interconnection Application
depending on the type of equipment utilized as seen in Table 2.1.

* Synchronous and induction machine eligibility is limited to no more than 2 MW even when line voltage is
greater than 15 kV.

2 For purposes of this table, a Mainline is the three-phase backbone of a circuit. It will typically constitute
lines with wire sizes of 4/0 American wire gauge, 266 kemil, 336.4 kemil, 387.5 kemil, 477 kemil and 795
kemit.

# An Interconnection Customer can determine this information about its proposed interconnection location
in advance by requesting a pre-application report described in the Overview Process booklet,

4 Additional information regarding certified equipment is found in Section 14 and Section 15 of the
Process Overview decument.
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M-MIP Fast Track Process

Table 2.1.Inferconnection Application Process Fee

Equipment Type Process Fee
Certified System $125+ $1/kW
Non-Certified $125+ $2/kW
System
Battery Storage

An inverter-based DER system may include battery storage. DER systems that
include battery storage should complete the energy storage system portion of the
Interconnection Application.

Site Control

Documentation of site control must be submitted with the Interconnection
Application. Site control may be demonstrated by any of the following:

¢ Ownership of, a leasehold interest in, or a right to develop a site for the
purpose of constructing the DER system.

¢ An option to purchase or acquire a leasehold site for constructing the DER
system.

« An exclusivity or other business relationship between the Interconnection
Customer and the entity having the right to sell, lease, or grant the
Interconnection Customer the right to possess or occupy a site for
constructing the DER system.

3 Application Review

3.1.

Timelines

The Interconnection Application shall be date- and time-stamped upaon initial,
and if necessary, resubmission receipt. The Interconnection Customer shall be
notified of receipt by the Area EPS Operator within ten (10) Business Days of
receipt of the interconnection Application.

The Area EPS Operator shall notify the Interconnection Customer if the
Interconnection Application is deemed incomplete within ten (10) Business Days
and provide a written list detailing all information that must be provided to
complete the Interconnection Application. The Interconnection Customer has ten
(10) Business Days to provide the missing information unless additional time is
requested with valid reasons. Failure to submit the requested information within
the stated timeline will result in the Interconnection Application being deemed
withdrawn. The Area EPS Operator has an



M-MIP Fast Track Process

additional five (5) Business Days to review the additionally provided information for
completeness.

An Interconnection Application will be deemed complete upon submission to the
Area EPS Operator provided all documents, fees and information required with
the Interconnection Application adhering to State and Local Technical
Requirements is included. The time- and date- stamp of the completed
Interconnection Application shall be accepted as the qualifying date for the
purpose of establishing a queue position as described in Section 4.7 in the
Overview Process booklet.

The Area EPS Operator has a total of twenty-five {(25) Business Days to
complete the Interconnection Application review and submit notice back to the
Interconnection Customer stating the proposed DER system may proceed with
the interconnection process or a supplemental review offer is to be made or the
proposed DER system has been moved into a different process track, The
period of time when waiting for the Interconnection Customer to provide missing
information is not included in the Area EPS Operator's twenty-five (25) Business
Days review timeline.



M-MIP Fast Track Process

Figure 1. Fast Track Interconnection Process
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3.2. Initial Review Screens
The Area EPS Operator shall determine if the DER can be interconnected safely
and reliably without the construction of facilities by the Area EPS Operator by
using a set of Initial Review Screens. The Initial Review screens include the
following engineering screens:;

+ The proposed DER'’s Point of Common Coupling must be on a portion of the
Area EPS Operator's Distribution System.

+ Forinterconnection of a proposed DER to a radial distribution circuit, the
aggregated generation, including the proposed DER, on the circuit shall not
exceed 15% of the line section annual peak load as most recently measured or
100% of the substation aggregated minimum load. A line section is that portion
of an Area EPS Operator's electric system connected to a customer bounded by
automatic sectionalizing devices or the end of the distribution line. The Area
EPS Operator may consider 100% of applicable loading (i.e. daytime minimum
load for solar), if available, instead of 15% of line section peak load.

» Forinterconnection of a proposed DER fo the ioad side of network protectors,
the proposed DER must utilize an inverter-based equipment package and,
tagether with the aggregated other inverter-based DERs, shall not exceed the smaller
of 5% of a network’s maximum load or 50 kW.®

s The proposed DER, in aggregation with other DERs on the distribution circuit,
shall not contribute more than 10% to the distribution circuit's maximum fault
current at the point on the high voltage {primary) level nearest the proposed
Point of Common Coupling.

+ The proposed DER, in aggregate with other Distributed Energy Resources on the
distribution circuit, shall not cause any distribution protective devices and
equipment (including, but not limited to, substation breakers, fuse cutouts, and
line reciosers), or Interconnection Customer equipment on the system to exceed
87.5% of the short circuit interrupting capability; nor shall the interconnection be
proposed for a circuit that already exceeds 87.5% of the short circuit interrupting
capability.

¢ Using the table below, determine the type of interconnection to a primary
distribution line. This screen includes a review of the type of electrical service
provided to the Interconnecting Customer, including line configuration and the
transformer connection to limit the potential for creating over-voltages on the
Area EPS Operator’s electric power system due to a loss of ground during the
operating time of any anti-islanding function.

5 Network protectors are protective devices used on secondary networks (spot and grid networks) to
automatically disconnect assaciated transformers when reverse power flow occurs. Secondary networks are
most often used in densely populated downtown areas.

6
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Table 3.1.Type of Primary Distribution Line Inferconnections
Primary Distribution Type of Interconnection to
Line Type Primary Distribution Line
Three-phase, three wire| Three-phase or single-phass,
phase-to-phase
Three-phase, four wire | Effectively-grounded three-
phase
or single-phase, line-to-neutral

Resuits

Pass screen

Pass screen

If the proposed DER is to be interconnected on single-phase shared secondary,
the aggregate generation capacity on the shared secondary, including the
proposed DER, shall not exceed 20 kW or 65% of the transformer nameplate
rating.

If the proposed DER is single-phase and is to be interconnected on a center tap
neutral of a 240-volt service, its addition shall not create an imbalance between
the two sides of the 240-volt service of more than 20% of the nameplate rating of
the service transformer.

The technical screens listed shall not preclude the Area EPS Operator from
using tools that perform screening functions using different methodologies
provided the analysis is targeted to maintain the voltage, thermal and protection
objectives as the listed screen.

Notification of Approval of Application

Provided the Interconnection Application passes the initial screens, or if the
proposed interconnection fails the screens but the Area EPS Operator
determines that the DER may nevertheless be interconnected consistent with
safety, reliability and power quality standards, the Area EPS Operator shall
provide notice to the Interconnection Customer that their Interconnection
Application has been approved. The Area EPS Operator shall provide the
Interconnection Customer with an Interconnection Agreement as outlined in
Section 5.

Failure of Review Screens

If the proposed interconnection fails the screens, and the Area EPS Operator
does not or cannot determine from the Initial Review that the DER may
nevertheless be interconnected consistent with safety, reliability, and power
quality standards, unless the Interconnection Customer is wiliing to consider
minor modifications or further study, the Area EPS Operator shall provide the
Interconnection Customer the opportunity to attend a customer options meeting.

The Area EPS Operator shall notify the Interconnection Customer of the
7
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3.5.

determination and provide copies of all directly pertinent data and analyses
underlying its conciusion, subject to confidentiality provisions in Section 12.1 of
the Qverview Process booklet.

Customer Options Meeting

Within ten (10) Business Days of the Area EPS Operator’s notification to the
Interconnection Customer of the proposed interconnection’s failure of the
engineering screens, the Area EPS Operator and the Interconnection Customer
shall schedule a customer options meeting to review possible facility
modification, screen analysis and related results to determine what further steps
are needed to permit the DER to be interconnected safely and reliably to the
Disfribution System. At the customer options meeting the Area EPS Operator
shall;

s Offer to perform a supplemental review in accordance with Section
4 and provide a non-binding good faith estimate of the cost of such
review; or

» Obtain the Interconnection Customer’'s agreement to continue
evaluating the Interconnection Appiication under the Study Process
track.

4 Supplemental Review

4.1.

4.2,

Acceptance of Supplemental Review

To accept the offer of a supplemental review, the Interconnection Customer shall
agree in writing and submit a deposit for the estimated costs of the supplemental
review in the amount of the Area EPS Operator’s good faith estimate of the
costs of such review within fifteen (15) Business Days once the supplemental
review offer is made by the Area EPS Operator. If the written agreement and
deposit have not been received by the Area EPS Operator within that timeframe,
the interconnection Application can only continue being evaluated under the
Study Process or it can be withdrawn by the Interconnection Customer.

The Interconnection Customer may specify within the written agreement the
order in which the Area EPS Operator will complete the supplemental review
screens listed in Section 4.4.

Supplemental Review Costs

The Interconnection Customer shall be responsible for the Area EPS Operator's
actual costs for conducting the supplemental review. The Interconnection
Customer shall pay any review costs that exceed the deposit within twenty (20)
Business Days of receipt of the invoice or resolution of any dispute. If the
deposit exceeds the invoiced costs, the Area EPS Operator will return such

8
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excess within twenty (20) Business Days of the invoice without interest.

4.3, Supplemental Review Timelines
Within thirty (30) Business Days following the receipt of the deposit for a
supplemental review, the Area EPS Operator shall:

« Perform the supplemental review using the screens in Section 4.4.
« Notify the Interconnection Customer of the results in writing.

+ Include copies of the Area EPS Operator’s analysis under the screens
with the written notification.

Unless the Interconnection Customer provides instruction for how to respond to a
failure of any of the supplemental review screens in the written acceptance of
supplemental review, the Area EPS Operator shall notify the Interconnection
Customer within two (2) Business Days if a supplemental review screen is failed or if
the Area EPS Operator is unable to perform the supplemental review screen. The
Area EPS Operator shall then obtain the Interconnection Customer's permission to
either:

« Continue evaluating the proposed interconnection using the
supplemental review screens in Section 4.4.

¢ Terminate the supplemental review and continue
evaluating the Interconnection Application in the Study
Process track.

¢ Terminate the supplemental review upon withdrawal of the
[Interconnection Application by the Interconnection Customer.

The Interconnection Customer shall respond with its choice within five (5)
Business Days of notification from the Area EPS Operator.

4.4. Supplemental Review Screens
The four supplemental review screens are the Minimum Load screen, the Voitage
and Power Quality screen and the Safety and Reliability screen and the
Unintentional Islanding and Reverse Power screen.

4.4.1. Minimum Load Screen _
The aggregate DER capacity on the line section is less than 100% of
the minimum load for all line sections bounded by automatic
sectionalizing devices upstream of the proposed DER. If minimum load
data is not available, or cannot be calculated, estimated or determined,
g
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4.4.2.

4.4.3.

the Area EPS Operator shall include the reason(s) that it is unable to
calculate, estimate or determine minimum load in its supplemental
review results notification under Section

4.3. The line section minimum load data shall include onsite load but not
station service load served by the proposed DER in this screen.

The type of generation used by the proposed DER will be considered
when calculating, estimating, or determining circuit or line section
minimum ioad relevant for the application of this screen. Solar
photovoltaic (PV) generation systems with no battery storage use
daytime minimum load (i.e., 10 a.m. to 4

p.m. for fixed panel systems and 8 a.m. to 6 p.m. for PV systems
utilizing tracking systems), while all other generation uses absolute
minimum load.

When this screen is being applied to a DER that serves some station
service load, only the net injection into the Area EPS Operator's
electric system will be considered as part of the aggregate generation.

The Area EPS Operator will not consider as part of the aggregate
generation for purposes of this screen DER capacity known to be
already reflected in the minimum load data.

Voltage and Power Quality Screen
In aggregate with existing generation on the line section the following
conditions shall be met for the screen to be passed:

» The voltage regulation on the line section can be maintained
in compliance with relevant requirements under ali system
conditions.

¢ The voliage fluctuation is within acceptable limits as defined by
Institute of Electrical and Electronics Engineers (IEEE) Standard
1453, or utility practice similar to IEEE Standard 1453.

e« The harmonic levels meet IEEE Standard 519 limits.

Safety and Reliability Screen

The location of the proposed DER and the aggregate generation
capacity on the line section do not create impacts to safety or reliability
that cannot be adequately addressed without application of the Study
Process. The Area EPS Operator shall give due consideration to the
following and other factors in determining potential impacts to safety and

10
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reliability in applying this screen.

+ Whether the line section has significant minimum loading jevels
dominated by a small number of customers {e.g., several large
commaercial customers).

* Whether the loading along the line section is uniform or even.

¢ Whether the proposed DER is located in close proximity to the
substation {i.e., less than 2.5 electrical circuit miles), and whether
the line section from the substation fo the Point of Common
Coupling is a main line rated for normal and emergency ampacity.

¢+ Whether the proposed DER incorporates a time delay function to
prevent reconnection of the generator to the system until system
voltage and frequency are within normal limits for a prescribed
time.

« Whether operational flexibility is reduced by the proposed DER,

such that transfer of the line section(s) of the DER to a neighboring
distribution circuit/substation may trigger overloads or voltage
issues.

o Whether the proposed DER employs equipment or systems

certified by a recognized standards organization to address
technical issues such as, but not limited to, islanding, reverse power
flow, or voltage quality.

Unintentional islanding and Reverse Power Screen

The Area EPS Operator shall give due consideration to the following
assessments to identify any system impacts or potential safety risks
related to unintentional islanding and/or the effects of reverse power
flows on the system through the application of this screen.

¢ Whether synchronous Distributed Energy Resources are

interconnected to the same circuit and what isianding protection
schemes are proposed or currently exist.

o Whether the proposed Distributed Energy Resource includes

protection that addresses unintentional islanding or equivalent
functionality as deemed appropriate by the Area EPS Operator.

Whether the impact of reverse power flow on the existing grid

infrastructure negatively affects its ability to operate safely and

reliably with active cogeneration and bi-directional power flows.
i1
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4.5.

4.6,

ldentification of Construction of Facilities

If the proposed interconnection requires the construction of any distribution or
transmission facilities, the Area EPS Operator shall notify the Interconnection
Customer of the requirement when it provides the supplemental review results.
The Area EPS Operator may include a non-binding good faith estimate to
construct the facilities inciuded with the supplemental review results. In lieu of
providing a non-binding good faith estimate to construct the necessary facilities,
the Area EPS Operator may require the proposed interconnection to move to the
Study Process for a facility study instead.

Upon being presented with either the non-binding good faith estimate or the
requirement for a facility study, the Interconnection Customer has five (5)
Business Days to inform the Area EPS Operator to proceed with the proposed
interconnection or withdraw the Interconnection Application.

Supplemental Review Results

If the proposed interconnection passes the supplemental review screens in
Section 4.4 and does not require construction of distribution or transmission
facilities by the Area EPS on its own system, the Area EPS Operator shali
provide an executable Interconnection Agreement within five (5) Business Days
after the supplemental review screens are completed. Information regarding the
Interconnection Agreement is detailed in Section 5.

If the proposed interconnection passes the supplemental review screens in
Section 4.4 and the Interconnection Customer agrees to the non-binding good
faith estimate of construction of any distribution or transmission facilities by the
Area EPS Operator, the Area EPS Operator shall provide an executable
Interconnection Agreement within twenty (20) Business Days. Included with the
Interconnection Agreement shall be non-binding good faith estimate of
construction costs and a construction schedule for the facilities. Information
regarding the Interconnection Agreement is detailed in Section 5.

If the proposed interconnection does not pass the suppiemental review screens
in Section 4.4 the Area EPS Operator shall provide the Interconnection
Customer with the option of commencing the Study Process. The
Interconnection Customer shall notify the Area EPS Operator within fifteen (15)
Business Days if they wish to proceed with the Study Process to retain their
gueue position or the Interconnection Application will be deemed withdrawn.

12
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Figure 2. Supplemental Review Timelines
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5 Interconnection Agreement

5.1. Uniform Contract

For a proposed interconnection that meets the conditions of being classified as a
qualifying facility less than 40 kW, the Area EPS Operator shali provide the
Interconnection Customer with an executable copy of the Area EPS Operator’s

13
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5.2.

5.3.

Uniform Contract for Cogeneration and Small Power Production Facilities
{Uniform Contract).

Municipal Minnesota Intercannection Agreement

For proposed interconnections that do not meet the conditions of being
classified as a qualifying facility less than 40 kW or if requested by the
Interconnection Customer in lieu of signing the Uniform Contract, the Area EPS
Operator shall provide an executable copy of the Municipal Minnesota
Interconnection Agreement (MMIA).

Completion of Agreement

The Interconnection Customer shall have thirty (30) Business Days to sign and
return the Uniform Contract or the MMIA to the Area EPS Operator. The Area
EPS Operator shall sign the Uniform Contract or the MMIA within five (5)
Business Days after receiving the signed Uniform Contract or MMIA from the
Interconnection Customer. The Uniform Contract or the MMIA must be signed
by the Interconnection Customer prior to providing notice that the DER system
is ready for witness testing. '

Upon receipt of the signed Uniform Contract or MMIA, the Area EPS Operator
may schedule appropriate metering replacements and construction of facilities,
if necessary. The Interconnection Customer should note that witness testing
may be delayed for material ordering and installation scheduling. The Uniform
Contract or MMIA should be executed a minimum of thirty (30) Business Days
prior to the desired interconnection date of the DER system.

6 Insurance

6.1.

Insurance Requirements

At minimum, the interconnection Customer shall maintain, for the duration the
DER system is interconnected to the Area EPS Operator’s Distribution System,
general liability insurance from a qualified insurance agency with a B+ or better
rating by “Best” with a combined single limit of not less than those described in
Table 6.1. Such general liability insurance shall include coverage against claims
for damages resulting from (i) bodily injury, including wrongful death; and (i)
property damage arising out of the Interconnection Customer's ownership and/or
operation of the DER under this agreement. Evidence of the insurance shall
state that coverage provided is primary and is not excess to or contributing with
any insurance or self-insurance by the Area EPS Operator.

14
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Table 6.1.Liability Insurance Requirements

DER System Size Liability Insurance
Requirement
<40 kW AC $300,000
=40 kW AC and < 250 kW $1,000,000
AC
= 250 kW AC and <5 MW AC $2,000,000
=5 MW AC $3,000,000

For all proposed DER systems, except those that are qualifying systems less
than 40 kW AC, the general liability insurance shall, by endorsement to the
policy or polices:

+ Include the Area EPS Operator as additionally insured.
¢ Contain severability of interest clause or cross-liability clause.

¢ Provide that the Area EPS Operator shall not by reason incur liability
to the insurance carrier for the payment of premiums for such
insurance if the Area EPS Operator is included as an additionally
insured.

Self-Insurance

The Interconnection Customer may choose to be self-insured provided there is
an established record of self-insurance. The Interconnection Customer shall
supply the Area EPS Operator at least 20 days prior o the date of initial
operation, evidence of an acceptable plan to self-insure to a level of coverage
equivalent to that required in Section 6.1. Failure of the Interconnection
Customer or the Area EPS Operator to enforce the minimum levels of insurance
does not relieve the Interconnection Customer from maintaining such levels of
insurance or relieve the Interconnection Customer of any liability.

Proof of Insurance

The Interconnection Customer shall furnish the required insurance cettificates
and endorsements to the Area EPS Operator prior to the initial operation of the
DER. A copy of the Declaration page of the Homeowner's insurance policy is a
common example of an insurance cettificate. Thereafter, the Area EPS Operator
shall have the right {o periodically inspect or obtain a copy of the original policy
or polices of insurance.

Additionally, the Area EPS Operator may request to be additionally listed as an
interested third part on the insurance certificates and endorsements for
qualifying facilities less than 40 kW AC to meet the right to periodically obtain a
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copy of the policy or policies of insurance.

7 Timeline Extensions

7.1,

7.2,

Reasonable Efforts

The Area EPS Operator shall make Reasonable Efforts to meet all time frames
provided in these procedures. If the Area EPS Operator cannot meet a deadline
provided herein, it must notify the Interconnection Customer in writing within
three (3) Business Days after the deadline to explain the reason for the failure
to meet the deadline and provide an estimated time by which it will complete the
applicable interconnection procedure in the process.

Extensions

For applicable time frames described in these procedures, the Interconnection
Customer may request in writing one extension equivalent to half of the time
originally allotted {(e.g., ten (10) Business Days for a twenty (20) Business Days
original time frame) which the Area EPS Operator may not unreasonably refuse.
No further extensions for the applicable time frame shall be granted absent a
Force Majeure Event or other similarly extraordinary circumstance.

8 Modifications to Application

8.1.

8.2.

Procedures

At any time after the Interconnection Application is deemed complete, the
Interconnection Customer or the Area EPS Operator may identify modifications
to the proposed DER system that may improve costs and benefits (including
reliability) of the proposed DER system and the ability for the Area EPS
Operator to accommodate the proposed DER system. The Interconnection
Customer shall submit to the Area EPS Operator in writing all proposed
maodifications to any information provided in the Interconnection Application. The
Area EPS Operator cannot unilaterally modify the Interconnection Application.

Timelines

Within ten (10) Business Days of receipt of the proposed modification, the Area
EPS Operator shall evaluate whether the proposed modification to the
Interconnection Application constitutes a Material Modification. The definition in
the Section 13 Glossary of the Process Overview booklet includes examples of
what doas and does not constitute a Material Modification.

The Area EPS Operator shall notify the Interconnection Customer in writing of

the final determination of the proposed modification. For proposed modifications

that are determined to be a Material Modification the Interconnection Customer

may choose to either: 1) withdraw the proposed modification; or 2) proceed with

a new Interconnection Application. The Interconnection Customer shall provide
16
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its determination in writing to the Area EPS Operator within ten (10) Business
Days after being provided the Material Modification determination. If the
Interconnection Customer does not provide its determination within the timeline,
the Interconnection Application shall be considered withdrawn.

If the proposed madification is not determined to be a Material Modification, then
the Area EPS Operator shall notify the Interconnection Customer in writing that
the modification has been accepted and the interconnection Customer shall
retain its eligibility for interconnection, including its place in the queue.

9 Interconnection

9.1.

9.2.

Interconnection Milestones

For DER systems that are not a qualifying facility less than 40 kW AC, the
Interconnection Customer and the Area EPS Operator shall agree on milestones
for which each Party is responsible and list them in Attachment IV of the MMIA.
To the greatest extent possible, the Parties wili identify all design, procurement,
installation and construction requirements associated with the project, and clear
associated timelines, at the beginning of the design, procurement, installation
and construction phase, or as early within the process as possible.

A Party’s aobligation under this provision may be extended by agreement. If a
Party anticipates that it will be unable to meet a milestone for any reason other
than a Force Majeure Event, it shall immediately notify the other Party of the
reason(s) for not meeting the milestone, propose the earliest reasonable
alternative date in which this and future milestones will be met, and request
appropriate amendments to the MMIA and its attachments. The Party affected
by the failure to meet a milestone shall not unreasonably withhold agreement to
such an amendment unless:

¢ The Party will suffer significant uncompensated economic or operational
harm from the delay, or

¢ Attainment of the same milestone has previously been delayed, or

o The Party has reason to believe the delay in meeting the milestone is
intentional or unwarranted notwithstanding the circumstance explained
by the Party proposing the amendment.

If the Party affected by the failure to meet a milestone disputes the proposed
extension, the affected Party may pursue dispute resolution as described in the
Overview Process booklet.

Metering
17
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9.3.

9.4.

Any metering requirements necessitated by the use of the DER system shall be
installed at the Interconnection Customer’s expense. The metering requirement
costs will be included in the final invoice of interconnection costs to the
Interconnection Customer. The Interconnection Customer is also responsible for
metering replacement costs not covered in the Interconnection Customer’s
general customer charge. The Area EPS Operator may charge Interconnection
Customers an ongoing metering-related charge for an estimate of ongoing
metering-related costs specifically demonstrated.

Construction

The Interconnection Customer may proceed to construct (including operational
testing not to exceed two hours) the DER system when the Area EPS Operator
has approved the Interconnection Application. Upon receipt of a signed Uniform
Contract or Interconnection Agreement the Area EPS Operator shall schedule
and execute approptiate construction of facilities.

Inspection, Testing and Commissioning

In alignment with the Area EPS Operator's technical requirements, the Area
EPS Operator shall publish their required DER technical settings. The settings
file is typically called the Area EPS Operator’s Utility Require Profile—Specified
Settings (URP—SS).

Upon completing construction of the DER system, the Interconnection Customer
will cause the DER system to be inspected or otherwise certified by the
appropriate local electrical wiring inspector with jurisdiction. The Interconnection
Customer shall then arrange for the inspection and testing of the DER system
and the Customer's Interconnection Facilities prior to interconnection pursuant to
Minnesota Interconnection Technical Requiremenis. Commissioning tests of the
Interconnection Customer's installed equipment shall be performed pursuant to
applicable codes and standards of Minnesota’s Technical Requirements and
Section 15 in the Overview Process. The Interconnection Customer shall provide
the Area EPS Operator with a Certification of Completion after completion of the
DER installation.

The Interconnection Customer shall notify the Area EPS Operator of testing and
inspection no fewer than five (5) Business Days in advance, or as may be
agreed to by the Parties. The Interconnection Customer shall submit to the Area
EPS Operator a Certificate of Completion and supply a copy of the settings
programmed into the DER system in the .csv format of the Utility Required
Profile—Applied Settings (URP—AS) with the request to schedule inspection
and testing.

Prior to parallel operation of the DER system, the Area EPS Operator may
18
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inspect the DER for compliance with standards, conduct a withess test and
schedule appropriate metering replacements, if necessary. The Area EPS
Operator shall send qualified personnel to the DER site to inspect the
interconnection and witness the testing. Testing and inspection shall occur on a
Business Day at a mutually agreed upon date and time.

9.5, Interconnection Costs
9,51  Estimation of Interconnection Costs

The Interconnection Customer shall pay for the actual cost of the
Interconnection Facllities and Distribution Upgrades along with the Area
EPS Operator's cost to commission the proposed DER system. An
estimate of the interconnection costs shall be stated in the Uniform
Contract or in the MMIA in Attachment Il as a detailed itemization of
such costs. If Network Upgrades are required, the actual cost of the
Network Upgrades, including overheads, shall be borne by the
Interconnection Customer pursuant to the Transmission Provider and
associated agreements.

8.5.2  Progressive Payment of Interconnection Costs
The Area EPS Operator shall bill the Interconnection Customer for the
design, engineering, construction and procurement costs of the
Interconnection Facilities and Upgrades described in the MMIA
Attachment Il on a monthly basis or other basis agreed upon by both
Parties in the MMIA or Uniform Contract. The Interconnection Customer
shall pay each bill within twenty-one
(21) Business Days or as agreed to in the MMIA or Uniform Contract.

8,53  Final Accounting of Interconnection Facilities and Upgrade Costs
If distribution or transmission facilities required upgrades to
accommodate the proposed DER system, the Area EPS Operator shall
render the final interconnection cost invoice to the Interconnection
Customer within eighty
(80) Business Days {approximately four calendar months) of completing the
construction and installation of the Area EPS Operator’s Interconnection
Facility and Upgrades. The Area EPS Operator shall praovide the
Interconnection Customer with a final accounting report identifying the
difference between the actual Interconnection Customer’s cost
responsibility and the Interconnection Customer's previous aggregate
payments to the Area EPS Operator for the specific DER system
interconnection. Upon the final accounting submitted to the Interconnection
Customer, the balance between the actual cost and previously aggregated
payments shall be paid to the Area EPS Operator within twenty (20)
Business Days. If the balance between the actual cost and previously
aggregated payments is a credit, the Area EPS Operator shall refund the
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9.6.

Interconnection Customer within twenty {(20) Business Days.

9.5.4  Final Interconnection Costs without Facilities and Upgrades
Needed Within thirty (30) Business Days the final invoice for the
interconnection costs shall be rendered to the Interconnection
Customer once the proposed DER system has been commissioned by
the Area EPS Operator, or upon the commissioning being waived by
the Area EPS Operator. The Interconnection Customer shall make
payment to the Area EPS Operator within twenty-one
{21) Business Days of receipt, or as otherwise stated in the Uniform
Contract or MMIA.

Security of Payment

At the option of the Area EPS Cperator, either the “Traditional Security” or the
“Modified Security” method shall be used for assurance of payment of
interconnection cost.

Under the Traditional Security method, the Interconnection Customer shall
provide reasonable, adequate assurances of credit, including a letter of credit or
personal guaranty of payment and performance from a creditworthy entity
acceptable under the Area EPS Operator credit policy. The letter of credit shall
also include procedures for the unpaid balance of the estimated amount shown
in the Interconnection Agreement for the totality of all anticipated work or
expense incurred by the Area EPS Operator associated with the Interconnection
Application. The payment schedule for these estimated costs may be
negotiated between the Area EPS Operator and the Interconnection Customer.
If no other payment schedule is agreed upon, the payment schedule shall be as
follows:

s 1/3 of estimated costs shall be due no later than when the
Interconnection Customer signs the Interconnection Agreement. An
additional 1/3 of estimated costs shall be due prior to initial energization
of the DER with the Area EPS Operator.

+ Remainder of actual costs, incurred by Area EPS Operator, shall be
due within thirty (30) Business Days from the date the bill is mailed by
the Area EPS Operator after project completion.

Under the Modified Security method, at least twenty (20) Business Days prior to
the commencement of the design, procurement, installation, or construction of a
discrete portion of the Area EPS Operator’s Interconnection Facilities and
Upgrades, the Interconnection Customer shall provide the Area EPS Operator,
at the Interconnection Customer’s option, a guaranty, letter of credit or other
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9.8
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form of security that is reasonably acceptable to the Area EPS Operator and is
consistent with the Minnesota Uniform Commercial Code. Such security for
payment shail be in an amount sufficient to cover the costs for constructing,
designing, procuring, and installing the applicable portion of the Area EPS
Operator's Interconnection Facilities and Upgrades and shall be reduced on a
dollar-for-doflar basis for payments made to the Area EPS Operator under the
Interconnection Agreement during its term.

The guaranty must be made by an entity that meets the creditworthiness
requirements of the Area EPS Operator and contain terms and conditions that
guarantee payment of any amount that may be due from the Interconnection
Customer, up to an agreed-to maximum amount.

The letter of credit must be issued by a financial institution or insurer reasonably
acceptable to the Area EPS Operator and must specify a reasonable expiration
date not sooner than sixty (60) Business Days (three calendar months) after the
due date of the final accounting report and bill described in Section 9.5

Non-Warranty

Area EPS Operator does not give any warranty, expressed or implied, as to the
adequacy, safety, or other characteristics of any structures, equipment, wires,
appliances or devices owned, operated, installed or maintained by the
Interconnection Customer, including without limitation the DER and any
structures, equipment, wires, appliances or devices not owned, operated or
maintained by the Area EPS Operator.

The Area EPS Operator does not guarantee uninterrupted power supply to the
DER and will operate the Distribution System with the same reliability standards
for the entire customer base.

Authorization for Parallel Operation

The Interconnection Customer shall not operate its DER system in parallel with
the Area EPS Operator's Distribution System without prior written authorization
from the Area EPS Operator. The Area EPS Operator shall provide such
authorization within three (3) Business Days from when the Area EPS Operator
receives notification that the Interconnection Customer has complied with all
applicable parallel operations requirements and commissioning has been
successfully completed. Such authorization shall not be unreasonably withheld,
conditioned or delayed.

Continual Compliance

The Interconnection Customer shall be fully responsible the DER as required to
ensure that it complies at all times with the interconnection standards to which it
has been certified. The Interconnection Customer shall also operate its DER
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9.10.

system in compliance with the Area EPS Operator's technical requirements
referred to in the executed Interconnection Agreement. The Area EPS Operator
may petiodically inspect, at its own expense, the operation of the DER system
as it relates to power quality, thermal limits and reliability. Failure by the
Interconnection Customer to remain in compliance with the technical
requirements will result in the disconnection of the DER system from the Area
EPS Operator's Distribution System.

Non-compliance includes the DER system generating at a greater power
capacity than stated in the agreement. Upon discovery of this non-compliance
issue, the Area EPS Operator may disconnect the DER system from the Area
EPS. The Area EPS Operator will provide written notice to the Interconnection
Customer of the non-compliance and request the Interconnection Customer
remedy the problem prior to reconnection of the DER system. If the capacity of
the DER system has changed, a new interconnection application will be required
to be submitted to the Area EPS Operator. Prior to reconnection of the existing
DER system, a withess test is required at the Interconnection Custometr’s
expense. The withess test may be waived by the Area EPS Operator. Non-
compliant DER systems that could cause harm to the public or utility personnei
or cause damage to the Area EPS may be disconnected from the Area EPS
without advance notice to the Interconnection Customer.

Disconnection of DER
The Area EPS Operator has the right to disconnect the DER in the event of the
following:

¢ Does not continue to follow and maintain IEEE 1547 settings approved by
the Area EPS Operator as indicated by the adopted technical requirements.

» Does not meet all the requirements of the Fast Track Process.

« Refuses to sign either the MMIA or the Area EPS Operator's Uniform Contract.

¢ The Nameplate Rating, Capacity Rating or Export Capacity of the DER system
has been maodified from the level stated on the interconnection application without
approval from the Area EPS Operator.

The Area EPS Operator may temporarily disconnect the DER upon the following
conditions:

+ For scheduied outages upon reascnable notice.
» Forunscheduled outages or emergency conditions.
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« [f the DER does not operate in the manner consistent with the Fast Track
Process.

The Area EPS Operator shall inform the Interconnection Customer in advance of

any scheduled disconnections, or as reasonable, after an unscheduled
disconnection.
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M-MIP Study Process

1 Applicability

1.1

1.2,

Applicability

The Study Process is applicable to an Interconnection Customer proposing to
interconnect a Distributed Energy Resource (DER) with the Area Electrical
Power System (Area EPS) Operator’s Distribution System, if the DER capacity is
larger than 4 MW or is identified through the engineering screening process to
need additional studies.

The majority of proposed DER interconnections will initially apply for
interconnection under the Simplified or Fast Track Processes. Initial and
supplemental screening results are to be considered throughout the Study
Process.

Codes, Standards and Cettification Requirements

The Interconnection Customer’s proposed DER must meet the codes, standards
and certification requirements listed in Section 13, 14 and Section 15 of the
Process Overview document. The Area EPS Operator may allow DER systems
that do not meet codes, standards and cettification only if the DER system
design is reviewed, tested and determined to be safe to operate in parallel with
the Distribution System.

Application Submission

Initial Interconnection Application for the Study Process

For proposed DER interconnections that are not initially applied for under the
Fast Track Process, the interconnection Customer shall complete the Standard
Interconnection Application and submit it to the Area EPS Operator to initiate the
Interconnection Process. A completed Interconnection Application will include
the following:

. A completed Interconnection Application sighed by the Interconnection
Customer.

. A process fee not to exceed $1,000, plus $2.00 per kW, toward the
deposit of the study(s) indicated in Section 4.

. A site layout drawing of the proposed DER system.

. A one-line diagram of the proposed DER system showing the Point of
Common Coupling to the Area EPS Operator's Distribution System.

. All equipment manufacturer specification sheets.

. Documentation of site control as indicated in Section 2.4.
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2.3.

2.4,

2.5.

Professional Licensed Engineer Signature

The one-line diagram submitted with the Interconnection Application will require
a signature from a professional engineer licensed in the State of Minnesota
certifying the DER was desighed in conformance to the Minnesota Technical
Requirements for the following conditions:

. Certified! equipment is greater than 250 kW.

. Non-certified equipment is greater than 20 kW.

Battery Storage

An inverter-based DER system may include battery storage. DER systems that
include battery storage shouid complete the Energy Storage Application along
with the Interconnection Application.

Site Control

Documentation of site control must be submitted with the Interconnection
Application. Site controi may be demonstrated by any of the following:

. Ownership of, a leasehold interest in, or a right to develop a site for the
purpose of constructing the DER system;

. An option to purchase or lease a site for constructing the DER system,;

. An exclusivity or other business relationship hetween the
Interconnection Customer and the entity having the right to sell, lease,
or grant the Interconnection Customer the right to possess or occupy
a site for constructing the DER system.

Interconnection Applications from Other Processes

Some Interconnection Applications submitted under the Fast Track Process may
be moved into the Study Process due to issues with the DER interconnection
identified by engineering screens. An Area EPS Operator cannot request a new
Interconnection Application submission if the Interconnection Application has
already been submitted through the Fast Track Process. The Interconnection
Customer who had already paid a processing fee for the Fast Track Process is
still responsible to make a deposit toward the applicable studies address in
Section 4, 5 and 8, but does not need to submit an additional processing fee.

1 Additional information regarding certified equipment is found in Section 14 of the Process Overview

booklet.
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Initial Steps

Completeness Review and Queue Position

The Interconnection Application originally submitted under the Study Process
shall be date- and time-stamped upon initial receipt, and if necessary,
resubmission receipt. The Interconnection Customer shall be notified of receipt
by the Area EPS Operator within ten (10) Business Days after receipt.

The Area EPS Operator shall notify the Interconnection Customer, within ten
(10) Business Days, if the Interconnection Application is deemed incomplete,
and provide a written list detailing all information that must be provided to
complete the Interconnection Application. The Interconnection Customer has ten
(10) Business Days, to provide the missing information, unless additional time is
requested with a valid reason. Failure to submit the requested information, within
the stated timeline, will result in the Interconnection Application being deemed
withdrawn. The Area EPS Operator has an additional five {(5) Business Days to
review the additionally provided information for completeness.

An Interconnection Application will be deemed complete upon submission to the
Area EPS Operator, provided all documents, fees and information required with
the Interconnection Application, adhering to Minnesota Technical Requirements,
is included. The date- and time-stamp of the completed Interconnection
Application shall be accepted as the qualifying date for the purpose of
establishing a queue position, as described in Section 4.7 of the Overview
Process document.

Interconnection Applications already screened in the Simplified Process or Fast
Track Process shall retain their original queue paosition in the Study Process
provided all applicabie timelines were met.

Scoping Meeting

A scoping meeting shall be held within ten (10) Business Days after the
Interconnection Application submitted under the Study Process is deemed
compiete. For Interconnaction Applications that were submitted under or put
through the Fast Track Process, the scoping meeting will occur within ten (10)
Business Days after the Interconnection Customer has elected to continue with
the Study Process. The scoping meeting timeline may be extended upon mutual
agreement of both Parties. The scoping meeting may also be omitted by mutual
agreement.

The purpose of the scoping meeting is to discuss the Interconnection
Application and review existing study results relevant to the Interconnection
Application. The Parties shall further discuss whether the Area EPS Operator
should perform a System Impact

3
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4.2

4.3.

4.4,

Study or Studies or proceed directly to a Facilities Study ot an Interconnection
Agreement. If the Area EPS Operator determines there is no potential for
Transmission System or Distribution\‘System adverse system impacts, the
Interconnection Application shall proceed directly to a Facilities Study or an
executable Interconnection Agreement, as agreed to by the Parties.

System Impact Study

Electric System Impacts

A System Impact Study shall identify and detail the electric system impacts that
would result if the proposed DER(s) were interconnected without project
maodifications or electric system modifications. The System Impact Siudy is also
to study the potential impacts, including but not limited to, those identified in the
scoping meeting. A System Impact Study shall evaluate the impacts of the
proposed interconnection on the reliability of the electric system.

System Impact Study Agreement

If the Parties agree at the scoping meeting that a System Impact Study should
be performed, the Area EPS Operator shall provide the Interconnection
Customer a System Impact Study Agreement, not later than five (5) Business
Days after the scoping meeting. If the scoping meeting was omitted by mutual
agreement, the Area EPS Operator shall provide the Interconnection Customer a
System Impact Study Agreement within ten (10) Business Days after the
Interconnection Customer waives the scoping meeting.

The System Impact Study Agreement shall include an outline of the scope of the
study and a non-binding good faith estimate of the cost to perform the study. If
applicable, the System Impact Study Agreement shall list any additional and
reasonable technical data on the DER needed to perform the study. The scope
and cost responsibilities are to be described in the System Impact Study
Agreement.

System Impact Study Costs

A deposit of the good faith estimated cost for each System Impact Study shall be
provided by the Interconnection Customer with the return of a signed System
Impact Study Agreement.

System Impact Study Timelines
Both the Area EPS Operator and the Interconnection Customer has timeline
responsibilities under the System Impact Study.
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4.4.1. Interconnection Customer Timelines
In order to remain in consideration for interconnection, an Interconnection
Customer who has requested a System Impact Study shall meet the
following conditions within twenty (20) Business Days of being provided a
System Impact Study Agreement:

¢« Return a signed System Impact Study Agreement.

+ Provide to the Area EPS Operator any requested additional and
reasonable technical data on the DER needed to perform the System
Impact Study.

¢ Pay the required study deposit.

Upon the Interconnection Customer’s request, the Area EPS Operator shall
grant a time frame extension as described in Section 9.2, if additional
technical data is requested.

4.4.2 Area EPS Operator Timelines
A System Impact Study shall be completed within thirty {30) Business
Days after the System Impact Study Agreement has been signed by both
Parties and delivered with the deposit and requested technical information
to the Area EPS Operator. The resuits of the System Impact Study shall
be delivered to the Interconnection Customer within five (5) Business
Days of completion of the System Impact Study. Upon request, the Area
EPS Operator shall provide the Interconnection Customer supporting
documentation developed in the preparation of the System Impact Study,
subjected to confidentiality arrangements consistent with Section 12.1 of
the Overview Process and terms of the System Impact Study Agreement.

Transmission System Impact Study

Transmission System Impacts

In instances where the System Impact Study shows potential for Transmission
System adverse system impacts, the Area EPS Operator shall contact the
appropriate Transmission Provider within five (5) Business Days following the
identification of such impacts. The Area EPS Operator shall coordinate with the
Area EPS Operator's Transmission Provider to have the necessary studies to
determine if the DER causes any adverse fransmission impacts. The appropriate
Transmission Provider shall provide a Transmission System Impact Study
Agreement for the Interconnection Customer.

Included in the Transmission System Impact Study Agreement will be a non-binding,
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5.3.

6.2.

good faith estimate of cost for the study, along with a scope outline of the study
and any additional technicai data required to complete the Transmission
System Impact Study.

Transmission System Impact Study Timelines

In order to remain in consideration for interconnection, an Interconnection
Customer must refurn the executed Transmission System Impact Study
Agreement, along with the study deposit, within fifteen (15) Business Days. The
Transmission System Impact Study shali be completed and the results provided
to the Interconnection Customer in as timely a manner as possible, after the
Transmission System Impact Study Agreement is signed by the Parties. The
Area EPS Operator shall be responsibie for coordination with the Transmission
Provider as needed. Affected Systems shall participate in the study and provide
all information necessary to prepare the study.

Regional Transmission Operator Jurisdiction

In certain circumstances the Transmission Provider may not be able to study a
proposed DER system if there is a possible affect to the buik Transmission
System. In these situations, the Area EPS Operator will coordinate with the
Transmission Provider to inform the Interconnection Customer that the proposed
DER system will need to follow the Regional Transmission Operator’s
interconnection process. For most of Minnesota, the Regional Transmission
Operator is Midcontinent Independent System Operator (MISO).

Facilities Study

Construction of Facilities

If construction of facilities is required, a Facility Study may be necessary to
specify and estimate the cost of the equipment, engineering, procurement and
construction work. A Facility Study is identified by an Initial Review,
Supplemental Review or the Study Process to provide interconnection and
interoperability of the DER with the Area EPS Operator’s Distribution System as
required by Minnesota Technical Requirements. At the determination of the Area
EPS Operator, Interconnection Applications reviewed in the Simplified Process
or the Fast Track Process that require construction of facilities may forgo a
Facilities Study.

Facilities Study Agreement
The Area EPS Operator shall provide the Interconnection Customer a Facilities
Study Agreement either:
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+ in tandem with the results of the Interconnection Customer’s System impact
Study, or

» intandem with a Transmission System Impact Study, or

» if no System Impact Study is required, within five (5) Business Days after the
scoping meeting, or

« within ten (10) Business Days after the Interconnection Application is
deemed compiete and approved thraugh the Simplified Process or Fast
Track Process. :

The Facilities Study Agreement shall be accompanied by an outline of the scope
of the study and a non-binding good faith estimate of the cost to perform the
Facilities Study. The scope of and cost responsibilities for the Facilities Study are
to be described in the Facilities Study Agreement. A deposit of the good faith
estimated costs for the Facilities Study shall be provided by the Interconnection
Customer at the time it returns the Facilities Study Agreement.

Facilities Study Timeline

In order to remain under consideration for interconnection, the interconnection
Customer must return the executed Facilities Study Agresment and pay the
required study deposit within fifteen (15) Business Days.

[dentification of Construction of Facilities

The Facilities Study shall specify and estimate the cost of the equipment,
engineering, procurement and construction work {including overheads), needed
to implement the conclusions of the System Impact Study(-ies). Design for any
required [nterconnection Facilities and/or Upgrades shall be performed under
the Facilities Study Agreement unless the Facilities Study Agreement was
deemed unnecessary by the Area EPS Operator. However, in the event that the
Interconnection Customer did not provide the Area EPS Operator all required
Conditional Use Permits at the time of entering into the Facilities Study
Agreement, any such Design and/or Upgrades by the Area EPS Operator may
be delayed untii after the Interconnection Customer has provided to the Area
EPS Operator all required Conditional Use Permits or provides a final design.
The information in the Conditional Use Permits, or changes to the design, may
result in significant modifications fo the planned design and/or Upgrades. The
Interconnection Customer may send fo the Area EPS Operator a redacted
version of the Conditional Use Permit(s) to ensure confidentiality, but any and all
information that the Area EPS Operator would reasonably need to perform an
accurate Facilities Study shall not be redacted. If necessary to comply with these
requirements, a confidential version of the
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Conditional Use Permit(s) may be provided to the Area EPS Operator,
with the confidential information being clearly marked and subjected to
Confidentiality provisions in the Overview Process document Section
12.1.

The Area EPS Operator may contract with consultants to perform activities
required under the Facilities Study Agreement. The interconnection Customer
and the Area EPS Operator may agree to allow the Interconnection Customer
to separately arrange for the design of some of the Interconnection Facilities. In
such cases, facilities design will be reviewed and/or modified prior to
acceptance by the Area EPS Operator, under the provisions of the Facilities
Study Agreement. The Area EPS Operator shall make sufficient information
available to the Interconnection Customer, in accordance with confidentiality
and critical infrastructure requirements, to permit the Interconnection Customer
to obtain an independent design and cost estimate for any necessary facilities,

Facilities Study Report Timeline

In cases where Upgrades are required, the Facilities Study must be completed
within forty-five (45) Business Days of the receipt of the executed Facilities Study
Agreement and deposit. In cases where no Upgrades are necessary, and the
required facilities are limited to Interconnection Facilities, the Facilities Study
must be completed within thirty

(30) Business Days of the receipt of the executed Facilities Study Agreement

and deposit.

Once the Facilities Study is completed, a draft Facilities Study Report shall be
prepared and transmitted to the Interconnection Customer. Upon request, the
Area EPS Operator shall provide the Interconnection Customer suppotting
documentation developed in the preparation of the Interconnection Facilities
Study, subject to confidentiality arrangements consistent with these procedures
and the Facilities Study Agreement.

Within ten (10} Business Days of providing a draft Facilities Study Report to the
Interconnection Customer, the Area EPS Operator and Interconnection
Customer shall meet to discuss the results of the Facilities Study. This meeting
may be omitted by mutual agreement. The Interconnection Customer may, within
twenty (20) Business Days after receipt of the draft report, provide written
comments to the Area EPS Operator, which the Area EPS Operator shall
address in the final report.

The Area EPS Operator shall issue the final Facilities Study Report within fifteen
(15) Business Days of receiving the Interconnection Customer's comments, or
promptly upen receiving the Interconnection Customer’s statement that they will

8
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not provide comments. The Area EPS Operator may reasonably extend the time
frame, upon notice to the Interconnection Customer, if the Interconnection
Customer's comments require additional analyses or lead to significant
maodifications by the Area EPS Operator prior to issuance of the final Facilities
Study Report.

Interconnection Agreement

Uniform Contract

For a proposed interconnection that meets the conditions of being classified as
a qualifying facility less than 40 kW, the Area EPS Operator shall provide the
Interconnection Customer with an executable copy of the Area EPS Operator's
Uniform Contract for Cogeneration and Small Power Production Facilities
(Uniform Contract), within five (5) Business Days after the completion of the
applicable study{-ies).

Municipal Minnesota Interconnection Agreement

For proposed interconnections that do not meet the conditions of being
classified as a qualifying facility less than 40 kW or if requested by the
Interconnection Customer in lieu of signing the Uniform Contract, the Area EPS
Operator shall provide the interconnection Customer an executable Municipal
Minnesota Interconnection Agreement (MMIA) within five (5) Business Days
after the completion of the applicable study(-ies).

Completion of Agreement

The Interconnection Customer must return a signed Interconnection Agreement
at least thirty (30) Business Days prior to the requested in-service date of the
propose DER. The Area EPS Operator shall sign and return a copy of the fully
executed Interconnection Agreement, back to the Interconnection Customer.

The Interconnection Customer may update the requested in-service date
submitted on the interconnection Application to a date thirty (30) Business Days
or later from the date on which the Interconnection Customer submits a signed
Interconnection Agreement and payment if required unless the Area EPS
Operator agrees to an eartier date.

Upon receipt of the signed Interconnection Agreement, the Area EPS Operator
may schedule appropriate metering replacements and construction of facilities, if
necessary.

Insurance

Insurance Requirements

At minimum, the Interconnection Customer shall maintain, for the duration the
g
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DER system is interconnected to the Area EPS Operator's Distribution System,
general liability insurance from a qualified insurance agency with a B+ or better
rating by “Best,” with a combined single limit of not less than those described in
Table 8.1. Such general liability insurance shall include coverage against claims
for damages resulting from (i) bodily injury, including wrongful death; and {ii)
property damage arising out of the Interconnection Customer's ownership and/or
operation of the DER under this agreement. Evidence of the insurance shall
state that coverage provided is primary and is not excess to or contributing with
any insurance or self-insurance by the Area EPS Operator.

Table 8.1 Liability Insurance Requirements

DER System Size Liability Insurance
Requirement
<40 kW AC $300,000
= 40 kW AC and < 250 kW $1,000,000
AC
2 250 kW AC and <5 MW AC $2,000,000
=5 MW AC $3,000,000

For all proposed DER systems, except those that are qualifying systems less than
40 kW AC, the general liability insurance shall, by endorsement to the policy or
polices:

. Include the Area EPS Operator as additionally insured.

. Contain severability of interest clause or cross-liability clause.

. Provide that the Area EPS Operator shall not by reason of its inclusion as
an additional insured incur liability {o the insurance carrier for the
payment of premiums for such insurance if the Area EPS Operator is

included as an additionally insured.

Self-Insurance

The Interconnection Customer may choose to be self-insured provided there is
an established record of self-insurance. The Interconnection Customer shall
supply the Area EPS Operator at least twenty (20) Business Days prior to the
date of initial operation, evidence of an acceptable plan to self-insure to a level
of coverage equivalent to that required in Section 8.1. Failure of the
interconnection Customer or the Area EPS Operator fo enforce the minimum
levels of insurance does not relieve the interconnection Customer from
maintaining such levels of insurance or relieve the Interconnection Customer of
any liability.

10
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Proof of Insurance

The Interconnection Customer shall furnish the required insurance certificates
and endorsements to the Area EPS Operator prior to the initial operation of the
DER. A copy of the Declaration page of the homeowner's insurance policy is a
common example of an insurance certificate. Thereafter, the Area EPS Operator
shall have the right to periodically inspect or obtain a copy of the original policy
or polices of insurance,

Additionally, the Area EPS Operator may request to be additionally listed as an
interested third party on the insurance certificates and endorsements for
qualifying facilities less than 40 kW AC, to meet the right to periodically obtain a
copy of the policy or policies of insurance.

Timeline Extensions

Reasonable Efforts

The Area EPS Operator shall make Reasonable Efforts to meet all the time
frames provided in these procedures. If the Area EPS Operator cannot meet a
deadline provided herein, it must notify the Interconnection Customer in writing
within three (3) Business Days after the deadline, explaining the reason for the
failure to meet the deadline and providing an estimated time by which it will
complete the applicable interconnection procedure in the process.

Extensions

For applicable time frames described in these procedures, the Interconnection
Customer may request in writing one extension equivalent to half of the time
originally allotted (e.g., ten (10) Business Days for a twenty (20) Business Days
original time frame), which the Area EPS Operator may not unreasonably refuse.
No further extensions for the applicable time frame shali be granted, absent a
Force Majeure Event or other similarly extraordinary circumstance.

Modifications to Application

Procedures

At any time after the Interconnection Application is deemed complete, the
Interconnection Customer or the Area EPS Operator may identify modifications
to the proposed DER system that may improve costs and benefits. This includes
reliability of the proposed DER system and the ability for the Area EPS Operator
to accommodate the proposed DER system. The Interconnection Customer shall
submit to the Area EPS Operator, in writing, all proposed modifications to any
information provided in the Interconnection Application. The Area EPS Operator
cannot unilaterally modify the Interconnection Application.

Timelines

Within ten (10) Business Days of receipt of the proposed modification, the Area
11
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EPS Operator shall evaluate whether the proposed modification to the
Interconnection Application constitutes a Material Modification. The definition in the
Section 13 Glossary of the Process Overview document includes examples of
what does and does not constitute a Material Modification.

The Area EPS Operator shall notify the Interconnection Customer in writing of
the final determination of the proposed modification. For proposed modifications
that are determined to be a Material Modification the Interconnection Customer
may choose to either: 1) withdraw the proposed modification; or 2) proceed with
a new Interconnection Application. The Interconnection Customer shalf provide
its choice in writing to the Area EPS Operator within ten (10) Business Days after
being provided the Material Modification determination. If the Interconnection
Customer does not provide its choice within the timeline, the Interconnection
Application shall be considered withdrawn.

if the proposed modification is not determined to be a Material Modification, then
the Area EPS Operator shall notify the Interconnection Customer in writing that
the modification has been accepted and the Interconnection Customer shall
retain its eligibility for interconnection, including its position in the queue.

Interconnection

Interconnection Milestones

For DER systems that are not a qualifying facility less than 40 kW AC, the
Interconnection Customer and the Area EPS Operator shall agree on milestones
for which each Party is responsible and list them in Attachment IV in the
Interconnection Agreement. To the greatest extent possible, the Parties wiil
identify all design, procurement, installation and construction requirements
associated with the project while also clearly identifying associated timelines, at
the beginning, or as early within the process as possible, of the design,
procurement, installation and construction phase.

A Party's obligation under this provision may be extended by agreement. If a
Party anticipates that they will be unable to meet a milestone for any reason
other than a Force Majeure Event, they shall immediately notify the other Party
of the reason(s) for not meeting the milestone, then propose the earliest
reasonable alternative date in which this and future milestones will be met and
request appropriate amendments to the Interconnection Agreement and its
atiachments. The Party affected by the failure to meet a milestone shall not
unreasonably withhold agreement o such an amendment unless:

. The Party will suffer significant uncompensated economic or operaticnal
harm from the delay, or

12
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) Attainment of the same milestone has previously been delayed, or

. The Party has reason to believe the delay in meeting the milestone is
intentional or unwarranted notwithstanding the circumstance explained by
the Party proposing the amendment.

If the Party affected by the failure to meet a milestone disputes the proposed
extension, the affected Party may pursue dispute resolution as described in the
Overview Process document.

Metering

Any metering requirements necessitated by the use of the DER system shall be
installed at the Interconnection Customer's expense. The metering-related costs
will be included in the final invoice of interconnection costs to the interconnection
Customer. The Interconnection Customer is also responsible for metering
replacement costs not covered in the Interconnection Customer’s general
customer charge. The Area EPS Operator may charge interconnection
Customers an ongoing metering-related charge for an estimate of ongoing
metering-related costs specifically demonstrated.

Inspection, Testing and Commissioning

Upon completing construction of the DER system, the Interconnection Customer
will cause the DER system to be inspected or otherwise certified by the
appropriate local electrical wiring inspector with jurisdiction. The Interconnection
Customer shall then arrange for the inspection and testing of the DER system
and the Customer’'s Interconnection Facilities prior to interconnection pursuant to
Minnesota Technical Requirements. Commissioning tests of the Interconnection

Customer's installed equipment shall be performed pursuant to applicable codes
and standards of Minnesota’s Technical Requirements and Section 15 in the
Overview Process.

The Interconnection Customer shall notify the Area EPS Operator of testing and
inspection no fewer than five (6) Business Days in advance, or as may be
agreed to by the Parties. The Interconnection Customer shall provide to the Area
EPS Operator a testing procedure that will be followed on the day of testing and
inspaction no fewer than ten (10) Business Days prior to the testing and
inspection date. The testing procedure should include tests and/or inspections to
confirm the DER system will meet the technical requirements of interconnection.
The Area EPS Operator shall review the testing procedure for completeness and
notify the Interconnection Customer if the testing procedure fails to address
components of the technical requirements for interconnection.

13
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The Area EPS Operator shall send qualified personnel to the DER site to inspect
the interconnection and witness the testing. Testing and inspection shall occur on
a Business Day at a mutually agreed upon date and time. The Area EPS
Operator may waive the right to witness the testing.

Interconnection Costs
11.4.1 Estimation of Interconnection Costs

The Interconnection Customer shall pay for the actual cost of the
Interconnection Facilities and Distribution Upgrades along with the Area
EPS Operator's cost to commission the proposed DER system. An
estimate of the interconnection costs shall be stated in the Uniferm
Contract or in the MMIA in Attachment Ii, Interconnection Facilities and
Upgrades, as a detailed itemization of such costs. If Network Upgrades
are required, the actual cost of the Network Upgrades, including
overheads, shall be borne by the Interconnection Customer pursuant to
the Transmission Provider and associated agreements.

11.4.2 Progressive Payment of Interconnection Costs

The Area EPS Operator shall invoice the Interconnection Customer for the
design, engineering, construction and procurement costs of the
Interconnection Facilities and Upgrades described in the MMIA
Attachment I, on a monthly basis, or other manner agreed upon by both
Parties in the MMIA, or as described in the Uniform Contract. The
Interconnection Customer shall pay each invoice within twenty-one (21)
Business Days or as agreed to in the MMIA or Uniform Contract.

11.4.3 Final Accounting of Interconnection Facilities and Upgrade Costs

If distribution or transmission facilities required upgrades to accommodate
the proposed DER system, the Area EPS Operator shall render the final
interconnection cost invoice to the Interconnection Customer within eighty
(80) Business Days (approximately four calendar months) of completing
the construction and installation of the Area EPS Operator's
Interconnection Facility and Upgrades. The Area EPS Operator shall
provide the Interconnection Customer with a final accounting report
identifying the difference between the actual interconnection Customer’s
cost responsibility and the Interconnection Customer’s previous aggregate
payments to the Area EPS Operator for the specific DER system
interconnection. Upon the final accounting submitted to the
Interconnection Customer, the baiance between the actual cost and
previously aggregated payments shall be paid to the Area EPS Operator
within twenty (20) Business Days. If the balance between the actual cost
and previously aggregated payments is a credit, the Area EPS Operator

shall refund the Interconnection Customer within twenty (20) Business
14
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Days.

11.4.4 Final Interconnection Costs without Facilities and Upgrades
Needed Within thirty (30) Business Days the final invoice for the
interconnection costs shall be rendered to the Interconnection Customer
once the proposed DER system has been commissioned by the Area
EPS Operator, or upon the commissioning being waived by the Area
EPS Operator. The Interconnection Customer shall make payment to the
Area EPS Operator within twenty-one (21) Business Days of receipt, or
as otherwise stated in the Uniform Contract or MMIA.

11.5. Security of Payment
At the option of the Area EPS Operator, either the “Traditional Security” or the
“Modified Security” method shall be used for assurance of payment of
interconnection cost.

Under the Traditional Security method, the Interconnection Customer shall
provide reasonable, adequate assurances of credit, including a letter of credit or
personal guaranty of payment and performance from a creditworthy entity
acceptable under the Area EPS Operator credit policy. The letter of credit shall
also include procedures for the unpaid balance of the estimated amount shown
in the Interconnection Agreement for the totaiity of aill anticipated work or
expense incurred by the Area EPS Operator associated with the Interconnection
Appilication.

The payment for these estimated costs shall be as follows:

¢ One-third of estimated costs, shall be due no later than when the
Interconnection Customer signs the Interconnection Agreement.

« An additional one-third of estimated costs, shall be due prior to initial
energization of the DER with the Area EPS Operator.,

» After the project completion, the remainder of actual costs, incurred by Area
EPS Operator, shall be due within thirty (30) Business Days from the date
the invoice is mailed.

Under the Modified Security method, at least twenty (20) Business Days prior to the
commencement of the design, procurement, installation, or construction of a discrete
portion of the Area EPS Operator’s Interconnection Facilities and Upgrades, the
Interconnection Customer shall provide the Area EPS Operator, at the
Interconnection Customer’s option, a guaranty, letter of credit or other form of
security that is reasonably acceptable to the Area EPS Operator and is consistent
with the Minnesota Uniform Commercial Code. Such security for payment shall be in
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11.6.

11.7.

11.8.

an amount sufficient to cover the costs for constructing, designing, procuring, and
installing the applicable portion of the Area EPS Operator's Interconnection Facilities
and Upgrades and shall be reduced on a dollar-for-dollar basis for payments made
to the Area EPS Operator under the Interconnection Agreement during its term.

The guaranty must be made by an entity that meets the creditworthiness
requirements of the Area EPS Operator and contain terms and conditions that
guarantee payment of any amount that may be due from the Interconnection
Customer, up to an agreed-to maximum amount,

The letter of credit must be issued by a financial institution or insurer reasonably
acceptable to the Area EPS Operator and must specify a reasonable expiration
date not socner than sixty (60) Business Days, (three calendar months), after the
due date of the final accounting report and invoice described in Section 11.4.

Non-Warranty

Area EPS Operator doesn't give any warranty, expressed or implied, as to the
adequacy, safety, or other characteristics of any structures, equipment, wires,
appliances or devices owned, operated, installed or maintained by the
Interconnection Customer, including without limitation the DER and any
structures, equipment, wires, appliances or devices not owned, operated or
maintained by the Area EPS Operator. The Area EPS Operator doesn't
guarantee uninterrupted power supply to the DER and will operate the

Distribution System with the same reliability standards for the entire customer
base.

Authorization for Parallel Operation

The Interconnection Customer shall not operate its DER system in parallel with
the Area EPS Operator's Distribution System without prior written authorization
from the Area EPS Operator. The Area EPS Operator shall provide such
authorization within three (3) Business Days from when the Area EPS Operator
receives noftification that the Interconnection Customer has complied with all
applicable parallel operations requirements and commissioning has been
successfully completed. Such authorization shall not be unreasonably withheld,
conditioned or delayed.

Continual Compliance
The Interconnection Customer shall operate its DER system in compliance with
the Area EPS Operator's technical requirements referred to in the executed
Interconnection Agreement. The Area EPS Operator may periodically inspect, at
its own expense, the operation of DER system as It relates to power quality,
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thermal limits and reliability.

Failure by the Interconnection Customer to remain in compliance with the technical
requirements will result in the disconnection of the DER system from the Area EPS
Operator's Distribution System.

11.9. Disconnection of DER

The Area EPS Operator has the right to disconnect the DER in the event of the
following:

) Does not continue to follow and maintain IEEE 1547 settings

approved by the Area EPS Operator as indicated by the adopted
technical requirements.

s Does not meet all the requirements of the Study Process.

+ Refuses to sign either the Interconnection Agreement or the Area EPS
Operator's Uniform Contract.

The Area EPS Operator may temporarily disconnect the DER upon the following
conditions:

s For scheduled outages upon reasonable notice.
» For unscheduled outages or emergency conditions.

« Ifthe DER does not operate in the manner consistent with the Study Process.

The Area EPS Operator shali inform the Interconnection Customer in advance of
any scheduled disconnections, ot as reasonable, after an unscheduled
disconnection.
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Non-Export DER Interconnection Application

Persons interested in applying for the interconnection of a distributed energy resource (DER) to the Area
EPS Operator’s (Utility's) distribution system through the Non-Export Process are to fill out this Non-
Export Interconnection Application. The Non-Export interconnection Application is to be used for
inverter-based DER technologies with the Capacity Rating of 100 kW AC or less and is to be filled out
completely by the applicant, The Non-Export Application shall be returned to the Utility with the
requested material information. No application fee is required for a Non-Export Application.

¢ Upon receipt of a Non-Export Interconnection Application the Utility has ten {10) Business Days
to review the application for completeness.

e If the application is deemed incomplete, the Utility shall notify the Applicant of what additional
information material is required.

« The Applicant has five (5) Business Days to return the missing information material or their
application may lose its queue position and be deemed withdrawn.

¢ The Utility shall have a total of twenty {20} Business Days to review the Non-Export
Interconnection Application, not including time waiting for additional information material to
deem the application completed.

s The Utility will notify the Application if the proposed DER system is preliminary approved for
interconnection or if the proposed DER system will need to be moved in the Fast Track Process.

Section that are noted with * are required to be filled out.

Checklist for Submission to Area EPS Operator. -

The items below shall be included with submittal of the Interconnectron Apphcat:on to the Area EPS
Operator. Failure to include all items will deem the Interconnection Application incomplete.

tncluded

Non-refundable processing fee None required
One-line diagram

e Please see Area EPS Operator’s Technical Specification Manual (TSM) for O Yes

more details.

Documentation showing site control. O Yes
Site Diagram showing DER system layout {See TSM for more details) O Yes
Non-export documeniation of the DER system. O Yes

Possible Additional Documentation (See TSM for more detalils) _

e Documentation describing how the Capacity Rating is not the same as the Nameplate Rating,
(if applicable).

¢ Schematic drawings for all protection and control circuits, relay current circuits, relay potential
circuits, and alarm/monitoring circuits {if applicable).

« Documentation that describes and details the operation of protection and control schemes (if
applicable}.

¢ Inverter specification sheet(s) {if applicable).
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_-Interconnectlon Customer/Owner B

Full Name (match name of electric service account 1f app!tcable)

Account Number: [ Meter Number:

Mailing Address:

Email: | Phone:

Application Agent *

Is the Customer using an App!:cat[on Agent for th:s appllcatlon? I Yes O No

If Interconnection Customer is not using an Applicant Agent, please continue to next section.

Application Agent:

Company name:

Email: l Phone:

‘DER Location *

Is the proposed DER system to be Iocated at the Interconnectlon Customer’s malling address- El Yes D No

If Yes, please continue to the next section.

If No, will the proposed DER system be interconnected to an existing electric service? [ Yes [ No

Please provide the address or GPS coordinates:

If not an existing service, please state the proposad service entrance size {amps):

'General ki

Choose one of the following and prowde appllcable data:

03  Application is for a new DER

Aggregate DER nameplate rating of all generation and storage types (kW)

[1  Application is for a capacity addition to an existing DER

Capacity of existing DER {kWa.): Capacity proposed to be added {kWa}:

O Application is for a Material Modification to an existing DER

If Material Modification to existing facility, please describe:

Type of generator {check all that apply): O inverter O Induction or synchronous

Installed DER system cost {before incentives): §
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§lnterconnect|on Fa(:llltles informatlon

What type of DER interconnection/transfer methaod is proposed?
0 None {DER is never operating parallel with the distribution system)

0O Extended parallel/continuous {The normal state of the DER is to operate parallel with the distribution
system.)

[l Limited (DER operated parallel with the distribution system for a short time). Please specify what type of
Limited.

Ll Quick closed {100msec parallel or less) O Limited parallel {2 minutes or less)

Wifl a transfer switch be used with the DER? [ Yes  No

Manufacturer: Maodel: Load rating {in amps):

Will a transformer, owned by the Interconnection Customer, be used

hetween the DER and the Peint of Common Coupling? O ves [ No

Please show proposed location of protective interface equipment on property on the submitted site diagram.

Distributed Energy Resource Information

Phase configuration of Distributed Energy Resource(s): O Slngle phase EI "{hree phase

DER Type (Check all that apply and list aggregate capacity of each type):

[ Solar Photovoltaics Size {kWa): O Wind Size (kWe):
3 Storage Size {kWq): O Djesel Size (kWqch:
O Natural Gas Size {(kW,): 1 Fuel Qi Size (kWac):
O Hydro Type Size (kW..): [ Other Size {kWac):

Please specify other:

Capacity Ratmg

Is the DER system’s Capacity Rating to produce at the Point of DER Connection (PoC) the same as the
Nameplate Rating: O Yes [ No

If Yes, please continue with the next section,

if no, what is the Capacity Rating of the DER system {kW.):

Is the Nameplate Rating being limited to the Capacity Rating by certified inverter settings? O Yes Il No

If yas, are all of the DER’s inverters heing modified for limiting capacity? 0O Yes O No

If no, please specify which inverters will be modified and which inverters will not:

Please attach a PDF detailing how the DER system’s Capacity Rating is determined.

Page 3 of 7




__-.Method of Non- Export ¥

What method will be used to ensure non-export of power from the DER system to the Area EPS?
Isolaticn {DER Is never operating parallel with the distribution system)

Reverse-power protection device: device instalied to measure any export of power and trip the DER
system or open an inter-tie to isolate the DER system. {Please see TSM for sensitivity levels)

DER equipment certified as UL 1741 SB or UL 1741 5C and meeting inadvertent export requirements
fisted in the TSM.

Power control system with the operating mode cartified to UL 3144, (Please see TSM for response
requirements).

Other

O O O oo

Please upload documentation explaining how the proposed system will non-export to the distribution grid.

‘Safegua rds/Assurances

Can the DER system settings for DER system s Capac;ty Ratmg or the DER system s Export Capac1ty be
modified by the DER system owner: [OYes [ONo

If no, please specify what protocols are in place to prevent the DER system owner from modifying the DER
system’s capacity limiting settings:

Fill out all following sections which pertain to the proposed DER installation

Inverter Interconnected System Information — non-ESS (if applicable) =~

Aggregate inverter rating (kW.J}: Number of Total Inverters:

Phase configuration of inverter(s): O Single-phase B Three-phase

Voltage of inverter(s):

Inverter manufacturer:

1. Model no. Certification

O uL1741-SA O UL1741-SB [ UL1741-5C
inverter Rating (kW AC): Number of Units of this Model:
2. Model no. Certification

0O uL1741-sA O UL1741-SB O UL 1741-SC
[nverter Rating (kW AC): Number of Units of this Model:
3. Model no. Certification

O uLi1741SsA O uUL1741-s8 O UL 1741-SC
inverter Rating (kW AC): Number of Units of this Model:
4, Model no. Certification

1 uL1741-sA O UL1741-sB [0 UL1741-sC
inverter Rating (kW AC): Number of Units of this Mode!:
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M-MIP Nan-Export Process

1 Introduction

The Non-Export Process is designed for inverter-based DER system that will not export
power to the distribution grid. This can include electric vehicles, electric storage systems
{batteries) or renewable systems that are combined with an electric storage system so
not to allow energy to flow out to the distribution system. I{ is very important to note that
the electric load of a service cannot be used to qualify a DER as non-exporting. Electric
load varies dependent on the usage patterns, hence is not a reliable factor in
determining if a DER system will not export power to the grid. To qualify for the Non-
Expori Process, a DER system will need to have certified controls and provide settings
to the utility for confirmation.

2 Applicability

2.1  Capacity Limit
The Non-Export Process is available to an Interconnection Customer proposing
to interconnect a non-exporting, inverter-based Distributed Energy Resource
(DER) with the Area EPS Operator’s Distribution System provided the non-
exporting DER Capacity Rating does not exceed 100 kW AC. The DER
Capacity Rating is determined by the aggregation of production ability for the
DER units that make up the DER system without incorporating electric ioad of
the service,

2.2 Additional Capacity Applications
For existing DER systems that are adding a non-exporting DER component less
than 100 kW AC, the Non-Export Process may be used for the capacity addition.
This is applicable for non-exporting Energy Storage Systems (ESS) added to an
existing DER system, (ex. solar) whether the inverter for the ESS is separate or
shared with the existing DER units.

2.3 Export Capacity of a DER System
A DER system may include devices, (i.e. control systems, power relays or other
similar device settings), that can limit the export capacity o the Area EPS
Operator's distribution grid. The export capacity of a DER system may be
different than the Capacity Rating of the DER system, For a proposed DER
system to be reviewed through the Non-Export Process, the export capacity of
the DER system will be different than the Capacity Rating of the DER system.

For DER systems that include export capacity limited devices, the
Interconnection Customer must obtain the Area EPS Operator's agreement to
consider the DER system with an export capacity rating that is less than the
DER system’s Capacity Rating. Acceptable methods for limiting the export
capacity of the DER system are listed in Section 6.5 of the M-MIP Process
Overview. The Interconnection Customer must submit a completed Modified
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Capacity of a DER System supplemental form with their interconnection
application

2.4 Non-Certified Equipment
The Non-Export Process is only to be utilized with certified DER equipment,
specifically UL 1741-SB, UL 1741-SC, UL 1741-PCS or UL 3141, Non-certified
equipment for non-exporting systems will need to use the Fast Track Process.

3 Acceptable Non-Export Controls

3.1 Certified Inverter Non-Export Setting (UL 1741 SB/SC)
The non-exporting DER will utilize only UL 1741-SB or SC fisted grid suppoit
(non-islanding) inverters and meets the Technical Requirements in the event of
inadvertent export of power from the DER system to the Area EPS.

3.2 Certified Power Control System Non-Export Setting (UL 3141)
The non-exporting DER will utilize only UL 1741-PCS or UL 3141 listed power
control systems and meets the Technical Requirements in the event of
inadvertent export of power from the DER system to the Area EPS.

3.3 Reverse Power Protection (Device 32R)
A reverse power protective device will be installed to trip the DER generation or
open an inter-tie breaker to isolate the DER generation, if any export of power is
measured at the point of common coupling.

4 Application Submission

4.1  Non-Export Process Application
The Interconnection Customer shall complete the Non-Export Interconnection
Application and submit it to the Area EPS Operator to initialize the
Interconnection Process. A completed Non-Export Interconnection Application
will include the following:

+ A completed Non-Export interconnection Application signed by the
Interconnection Customer.

+ A site layout drawing of the proposed DER system.

+ A one-line diagram of the proposed DER system showing the point of
common coupling to the Area EPS Operator’s distribution system.

+ All equipment manufacturer specification sheets.
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+ Documentation of site control.

4.2 Site Control

Documentation of site control must be submitted with the Non-Exporting
Interconnection Application. Site control may be demonstrated by any of the
following:

« Ownership of, a leasehold interest in, or a right to develop a site for the
purpose of constructing the DER system.

« An option to purchase or acquire a leasehold site for constructing the DER
system.

¢ An exclusivity or other business relationship between the Interconnection
Customer and the entity having the right to sell, lease, or grant the
Interconnection Customer the right to possess or occupy a site for
constructing the DER system.

5 Application Review

5.1 Timelines
The Non-Exporting Interconnection Application shall be date- and time-stamped
upon initial, and if necessary, resubmission receipt. The Interconnection
Customer shall be notified of receipt by the Area EPS Operator within ten (10)
Business Days of receipt of the interconnection application.

The Area EPS Operator shall notify the Interconnection Customer if the
Interconnection Application is deemed incomplete within ten (10) Business Days
and provide a written list detailing all information that must be provided to
complete the Interconnection Application. The interconnection Customer has ten
(10) Business Days to provide the missing information unless additional time is
requested with valid reasons. Failure to submit the requested information within
the stated timeline will deem the Interconnection Application withdrawn. The
Area EPS Operator has an additional five (5) Business Days fo review the
additionally provided information for completeness.

An Interconnection Application will be deemed complete upon submission to the
Area EPS Operator provided all documents and information required with the
Interconnection Application adhering to the Area EPS Operator’s Technical
Requirements is included. The time- and date- stamp of the completed
Interconnection Application shall be accepted as the qualifying date for purpose
of establishing a queue position as described in Section 4.7 in the Process
Overview document.

The Area EPS Operator has a total of twenty (20) Business Days to complete
the Interconnection Application review and submit notice back to the
Interconnection Customer stating the proposed DER system may proceed with

3
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the interconnection process, a supplemental review offer is to be made, or the
proposed DER system has been moved into a different process track. The
period of time waiting for the Interconnection Customer to provide missing
information is not included in the Area EPS Operator's twenty (20) Business
Days review timeline.

Figure 1. Non-Export Process

Submit Application
1 * The Utility's timeiine pauses if application is not
Initial Review complete.

{1¢ Business Days)

|

.l!".'hppl_i_caﬁoﬁ cdr_f_l'éi.ete_‘.?. S— Nﬁ*-._:_

*
: ] C_
fu] Intercennection f
E o Gustomer/Application ls Application
= o Yes o Agent to provide missing feeegl complete?
a RS or corrected information {6 Business Days)
S (6 Business Days)

4 Yes

Non-Export Controls
Screen

-~

A 4
Did Application Piss Non S Move application to Simplified
.+ | Export Controls. ~.No: or Fast Track Process -
Sl Seraansdi i L Engineering Screens

!

e o

A 4

interconnection Contract
(5 Business Days}

L 4
Returned
Interconnection Contract

and Interconnection | Area EPS Operator |

Gosts (30 Business Days)
l | Interconnection Customer |

Construction of | sy Decisiont o ]
Proposed DER System




M-MIP Non-Export Process

5.2 Non-Compliance of Acceptable Non-Export Controls

If the proposed Non-Export interconnection application does not meet the
criteria listed in Section 0, the Area EPS Operator shall notify the
Interconnection Customer and move the interconnection application into the
Simplified or Fast Track Process.

5.3 Notification of Approval of Application
Provided the Non-Export Interconnection Application meets the criteria listed in
Section 0, the Area EPS Operator shall pravide the Interconnection Customer
with an Interconnection Agreement as outlined in Section 6.

6 Interconnection Agreement

6.1 Uniform Contract
The Area EPS Operator shall provide the Interconnection Customer with an
executable copy of the Area EPS Operator's Contract for Cogeneration and
Small Power Production Fagilities (Uniform Contract) within five (5) Business
Days of notice of approval of the Non-Export Interconnection Application.

6.2 Cooperative Interconnection Agreement
The Interconnection Customer may request, on the Non-Export Interconnection
Application, an executable copy of the Area EPS Operator's Cooperative
Minnesota Interconnection Agreement (Interconnection Agreement) in lieu of
signing the Uniform Contract. If the Interconnection Agreement is requested, the
Area EPS Operator shall provide an executable copy of the Interconnection
Agreement within five (5) Business Days of notice of approval of the Non-Export
Interconnection Application.

6.3 Completion of Agreement
The Interconnection Customer shall have thirty {30) Business Days to sign and
return the Uniform Contract or the Interconnection Agreement to the Area EPS
Operator. The Area EPS Operator shall sign the Uniform Contract or the
Interconnection Agreement within five (5) Business Days after receiving the
signed Uniform Contract or the Interconnection Agreement from the
Interconnection Customer. The Uniform Contract or the Interconnection
Agreement must be signed by the Interconnection Customer prior to the notice
that the DER system is ready for witness testing.

Upon receipt of the sighed Uniform Contract or Interconnection Agreement, the
Area EPS Operator may schedule appropriate metering replacements and
construction of facilities, if necessary. The Interconnection Customer shouid
note that witness testing may be delayed for material ordering and installation
scheduling. it is recommended the Uniform Contract or the Interconnection
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Agreement be executed a minimum of thirty (30) Business Days prior to the
desired interconnection date of the DER system.

7 Insurance

7.1 Insurance Requirements
At minimum, the Interconnection Customer shall maintain, for the duration the
DER system is interconnected to the Area EPS Operator's distribution system,
general liability insurance from a qualified insurance agency with a B+ or better
rating by “Best” with a combined single limit of not less than described in Table
7.1. Such general liability insurance shall include coverage against claims for
damages resulting from (i) bodily injury, including wrongful death; and (i)
property damage arising out of the Interconnection Customer’s ownership
and/or operation of the DER under this agreement. Evidence of the insurance
shall state that coverage provided is primary and is not excess to or contributing
with any insurance or self-<insurance by the Area EPS Operator.

Table 7.1 Liability Insurance Requirements

DER System Size Liability Insurance Requirement
<40 KW AC $300,000
= 40 kW AC and < 100 kW AC $1,000,000

For all proposed DER systems, except those that are qualifying systems less
than 40 kW AC, the general liability insurance shall, by endorsement to the
policy or polices, include:

¢ The Area EPS Operator as additiona!ly insured.
s Contain severability of interest clause or cross-liability clause.

s Provide that the Area EPS Operator shall not by reason incur liability to
the insurance carrier for the payment of premiums for such insurance if
the Area EPS Operator is included as an additionally insured.

7.2 Self-Insurance
The Interconnection Customer may choose to be self-insured provided there is
an established record of self-insurance. The Interconnection Customer shall
supply the Area EPS Operator at least twenty (20) days prior to the date of initial
operation, evidence of an acceptable plan to self-insure to a level of coverage
equivalent to that required in Section 0. Failure of the Interconnection Customer
or the Area EPS Operator to enforce the minimum levels of insurance does not
relieve the Interconnection Customer from maintaining such levels of insurance
or relieve the Interconnection Customer of any liability.
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7.3 Proof of Insurance
The Interconnection Customer shall furnish the required insurance certificates
and endorsements to the Area EPS Operator prior to the initial operation of the
DER. A copy of the Declaration page of the Homeowner's insurance policy is a
common example of an insurance certificate. Thereafter, the Area EPS Operator
shall have the right to periodically inspect or obtain a copy of the original policy
or polices of insurance. Additionally, the Area EPS Operator may request to be
additionally listed as an interested third party on the insurance certificates and
endorsements for qualifying facilities less than 40 kW AC to meet the right to
periodically obtain a copy of the policy or policies of insurance.

8 Timeline Extensions

8.1 Reasonable Efforts
The Area EPS Operator shall make Reasonable Efforts to meet all time frames
provided in these procedures. If the Area EPS Operator cannot meet a deadline
provided herein, it must notify the Interconnection Customer in writing within
three (3) Business Days after the deadline to explain the reason for the failure to
meet the deadline and provide an estimated time by which it will complete the
applicable interconnection procedure in the process.

8.2 Extensions
For applicable time frames described in these procedures, the Interconnection
Customer may request, in writing, one (1) extension equivalent to half of the
time originally allotted (e.g., ten (10) Business Days for a twenty (20) Business
Days original time frame) which the Area EPS Operator may not unreasonably
refuse. No further extensions for the applicable time frame shall be granted
absent a Force Majeure Event or other similarly extraordinary circumstance.

9 Modifications to Application

9.1 Procedures
At any time after the Interconnection Application is deemed complete, the
Interconnection Customer or the Area EPS Operator may identify modifications
to the proposed DER system that may improve costs and benefits (including
reliability) of the proposed DER system and the ability for the Area EPS
Operator to accommodate the proposed DER system. The Interconnection
Customer shall submit, to the Area EPS Operator, in writing all proposed
modifications to any information provided in the Interconnection Application. The
Area EPS Operator cannot unilaterally modify the Interconnection Application.

9.2 Timelines
Within ten (10) Business Days of receipt of the proposed modification, the Area
EPS Operator shall evaluate whether the proposed modification to the
Interconnection Application constitutes a Material Modification. The definition in
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the Section 13 Glossary of the Interconnection Process — Process Overview
includes examples of what does and does not constitute a Material Modification.

The Area EPS Operator shall notify the Interconnection Customer in writing of
the final determination of the proposed modification. For proposed modifications
that are determined to be a Material Modification, the Interconnection Customer
may choose to either 1) withdraw the proposed modification, or 2) proceed with
a new Interconnection Application. The Interconnection Customer shall provide
its determination in writing to the Area EPS Operator within ten {(10) Business
Days after being provided the Material Modification determination. If the
Interconnection Customer does not provide its determination within the timeline,
the Interconnection Application shall be considered withdrawn.

If the proposed modification is not determined to be a Material Modification, then
the Area EPS Operator shall notify the Interconnection Customer, in writing, that
the modification has been accepted and the Interconnection Customer shall
retain its eligibility for interconnection, including its place in the queue.

10 Interconnection

10.1 Metering
Any metering requirements necessitated by the use of the DER system shall be
installed at the Interconnection Customer’s expense. The metering requirement
costs will be included in the final invoice of interconnection costs to the
Interconnection Customer. The Interconnection Customer is also responsible for
metering replacement costs not covered in the Interconnection Customer's
general customer charge. The Area EPS Operator may charge Interconnection
Customers an ongoing metering-related charge for an estimate of ongoing
metering-related costs specifically demonstrated.

10.2 Construction
The Interconnection Customer may proceed to construct (including operational
testing not to exceed two (2) hours) the DER system when the Area EPS
Operator has approved the Interconnection Application. Upon receipt of a
signed Uniform Contract or Interconnection Agreement the Area EPS Operator
shall schedule and execute appropriate construction of facilities, if necessary,
which shall be completed prior to the Interconnection Customer returning the
Certification of Completion. The Area EPS Operator will notify the
Interconnection Customer when construction of the distribution facilities is
completed.

10.3 Inspection, Testing, and Commissioning
In alignment with the Area EPS Operator's Technical Requirements, the Area
EPS Operator shall publicly publish their required DER technical settings. The
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i. ContactInformation

Contact information for each Party is listed below along with the basic information describing

the Distributed Energy Resource (DER) system.

Area EPS Operator Information

Area EPS Operator:

Attention:

Address:

Phone:

Email:

Interconnection Customer Information

Interconnection Customer:

Attention:

Address:

Phone:

Email:

DER System Information

Application Number:

Type of DER System:

Capacity Rating of System {AC):

Qualifying Facility:
Nameplate Rating of System:

Export Capacity Rating (AC):

Address of DER System:
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THIS AGREEMENT is made and entered into this day of 20 byand

between

, @ municipal utility

existing under the laws of the State of Minnesota, {“Area EPS Operatar”), and

, an electric service

recipient named on a service account of Area EPS Operator {"Interconnection Customer”).

Intercannection Customer and Area EPS Operator each may be referred to as a “Party,” or

collectively as the “Parties.”

in consideration of the mutual covenants set forth herein, the Parties agree as follows:

1 Scope and Limitations of Agreement

1.1,

1.2,

1.3.

1.4,

1.5.

1.6.

This Agreement is intended to provide for the Interconnection Customer to
interconnect at the Point of Common Coupling and operate a Distributed Energy
Resource with a Nameplate Rating of 10 megawatts (MW) or less in parallel with the
Area EPS at the location identified above and in the interconnection Application.

This agreement form shall be used in conjunction with all Interconnection
Applications submitted under the Minnesota Municipal Interconnection Process
(M-MIP} except for those that qualify to use and opt to use the Uniform Contract.

This Agreement governs the terms and conditions under which the Interconnection
Customer’s Distributed Energy Resource will interconnect with, and operate in
parallel with, the Area EPS.

Capitalized terms used herein shall have the meanings specified in the Glossary of
the M-MIP Process Overview or in the body of this Agreement.

This Agreement does not constitute an agreement to purchase or deliver the
Interconnection Customer’s power. The purchase or delivery of power and other
services that the Interconnection Customer may require will be covered under
separate agreements, if any. The Interconnection Customer will be responsible for
separately making all necessary arrangements {including scheduling) for delivery of
electricity with the applicable Area EPS Operator.

Nothing in this Agreement is intended to affect any other agreement between the
Area EPS Operator and the [nterconnection Customer.
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2 Responsibilities of the Parties

2.1.

2.2,

2.3,

2.4,

2.5,

2.6.

The Parties shall perform all obligations of this Agreement in accordance with the
M-MIP, state and local technical requirements, al! applicable laws and reguiations,
Operating Requirements and Good Utility Practice.

The Interconnection Customer shall construct, interconnect, operate and maintain
its Distributed Energy Resource and construct, operate, and maintain its
Interconnection Facilities in accordance with the applicable manufacturer’s
recommended maintenance schedule and, in accordance with this Agreement, and
with Good Utility Practice.

The Area EPS Operator shall construct, operate, and maintain its Distribution System
and its Interconnection Facilities in accordance with this Agreement, and with Good
Utility Practice.

The Interconnection Customer agrees to construct its facilities or systems in
accordance with State and Local Technical Requirements and this Agreement;
including, applicable specifications that meet or exceed those provided by the
Naticnal Electrical Safety Code, the American National Standards Institute, Institute
of Electrical and Etectronics Engineers {IEEE), Underwriter’s Laboratory {UL), and
Operating Requirements in effect at the time of construction and other applicable
national and state codes and standards. The Interconnection Customer agrees to
design, install, maintain, and operate its Distributed Energy Resource so as to
reasonahly minimize the likelihood of a disturbance adversely affecting or impairing
the system or equipment of the Area EPS Operator and any Affected Systems.

Each Party shall operate, maintain, repair, and inspect, and shall be fuily responsible
for the facilities that it now owns or subsequently owns unless otherwise specified in
the attachments to this Agreement. Each Party shall be responsible for the safe
instaliation, maintenance, repair and condition of their respective lines and
appurtenances on their respective sides of the point of common coupling. The Area
EPS Operator and the Interconnection Customer, as appropriate, shzll provide
Iinterconnection Facilities that adequately protect the Area EPS, personnel, and
other persons from damage and injury. The allocation of responsibility for the design,
installation, operation, maintenance and ownership of Interconnection Facilities shall be
delineated in the attachments to this Agreement.

The Area EPS Operator shall coordinate with all Affected Systems to support the
interconnection,
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3 Parallel Operation Obligations

3.1.  Once the Distributed Energy Resource has been authorized to commence parallel
operation, the Interconnection Customer shall abide by all rules and procedures
pertaining to the paralie! operation of the Distributed Energy Resource in the
applicable control area, including, but not limited to: 1) the rules and procedures
concerning the operation of generation set forth by the applicable system
operator(s) for the Area EPS provided or referenced in an attachment to this
Agreement; and 2) the Operating Requirements set forth in Attachment 5 of this
Agreement, Local Technical Requirements for interconneciion are covered in a
separate document, a copy of which has been made available to the
Interconnection Customer and incorporated and made part of this Agreement by
reference.

4 Metering
4,1,  Asdescribed in Process Overview Section 9.1, the Interconnection Customer shall be

responsible for the Area EPS Operator’s reasonable and necessary cost for the
purchase, installation, operation, maintenance, testing, repair, and repiacement of
metering and data acquisition equipment specified in Attachments 2 and 3 of this
Agreement. The Interconnection Customer’s metering {and data acquisition, as
required) equipment shall conform to applicable industry rules and Operating
Requirements.

5 Distributed Energy Resource Capabilities and Grid Reliability
5.1.  State and Local Technical Requirements outline the Parties’ responsibilities
consistent with the IEEE 1547 Standard for Interconnection and Interoperability of
Distributed Energy Resources with Associated Electric Power Systems Interfaces
which provides requirements relevant to the interconnection and interoperability
performance, operation and testing, and, to safety, maintenance and security
considerations,

5.2.  The Area EPS Operator may offer the Interconnection Customer the option to utilize
DER capabilities to mitigate Interconnection Customer costs related to Upgrades or
Interconnection Facilities to address anticipated system impacts from the
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engineering review (i.e, Initial Review, Supplemental Review, or Study Process
described in the M-MIP.)

6 Equipment Testing and Inspection

6.1,

As described in Process Overview Section 9.3, the Interconnection Customer shall
test and inspect its Distributed Energy Resource and Interconnection Facilities prior
o interconnection pursuant to Local Technical Requirements and this Agreement.

7 Authorization Required Prior to Parallel Operation

7.1.

As described in section 9.5 of the M-MIP’s Process Overview, the Area EPS
Operator shall use Reasonable Efforts to list applicable parallel operation
requirements by attaching the Local Technical Requirements and/or including them
in Attachment 5 to this Agreement. Additionally, the Area EPS Operator shall notify
the Interconnection Customer of any changes to these requirements as soon as
they are known, Pursuant to Process Overview Section 8.5, the Interconnection
Customer shall not operate its Distributed Energy Resource in parallel with the Area
EPS without prior written authorization of the Area EPS Operator.

8 Right of Access

8.1.

8.2.

8.3.

Upon reasonable notice, the Area EPS Operator may send a qualified person to the
premises of the Interconnection Customer at or immediately before the time the
Distributed Energy Resource first produces energy to inspect the interconnection,
and observe the commissioning of the Distributed Energy Resource {including any
required testing), startup, and operation for a period of up to three (3} Business
Days after initial start-up of the unit. In addition, the Interconnection Customer shall
notify the Area EPS Operator at least five (5) Business Days prior to conducting any
on-site verification testing of the Distributed Energy Resource.

Following the initial inspection process described above, at reasonable hours, and
upon reasonable notice, or at any time without notice in the event of an emergency
or hazardous condition, the Area EPS Operator shall have access to the
interconnection Customer’s premises for any reasonable purpose in connection with
the perfarmance cof the obligations imposed on it by this Agreement or if necessary
to meet its legal obligation to provide service to its customers.

Each Party shall be responsible for its costs associated with the interconnection of

the DER system as outlined in Process Overview Section 9.3 and State and Local
Technical Requirements.
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